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In this Issue 

One of my memones of my first engineering job is of my efforts to measure 
O.Vmicrosecond pulse rise times with an oscilioscope^-state-of-the-art at 
the time — ^that had a 0.35-microsecond rise time. How wonderful it would 
have been to have one of the scopes whose design is the subject of the 
first six papers in this issue. These instruments have 3 50- picosecond rise 
times, a thousand times shorter than my old scope's. On the other hand, 
the designers they re fntended for are working with high-speed logic families 
and high-speed data communications, where rise times are typically less 
than one nanosecond. That's how it goes — better instruments help create 
better circuits, which create a need for better instruments, and so on. 

The oscilloscopes discussed in this issue are the HP 54100AD and HP 54110D Digitizing 
Osctfloscopes. All three models have 1-GHz bandwidth, 100-picosecond time base accuracy, 
10-picosecond time intervat resolution, and a digitizing rate of 40 megesamples per second, Usfng 
a technique called random repetitive sampling (page 4), they sample the input signal convert the 
samples to digital form, store the resulting numbers, and display them on demand. Their storage 
capability lets them show input events that occurred before the trigger event and provide infinite-per- 
sistence displays. The HP 541 OOA has three input channeis — two vertical and one trigger. The 
HP 541 OOD has an extra trigger input and provides complex pattern -recognition triggering like a 
logic analyzer (page 26). The HP 541 10D adds a high-resotution full-color display, waveform 
math functions, semiautomatic channel-to-channel time interval measurements, and automatic 
measurements on stored waveforms. HP expects that up to 80 percent of its customers for 1 -GHz 
oscilloscopes will prefer the full-color HP 5411 OD. Ail three models are fully programmable for 
use in automatic manufacturing test systems. 

The box on page 5 introduces these three scopes and discusses the need for them. The paper 
on page 33 describes the thick-film hybrid technology that's responsible for the scopes' perfor- 
mance. Shown on the cover, in front of a display from the HP 541 10D, are the seven hybhd 
circuits in each instrument: a 1-GHz preamplifier, a 3-GHz sampler, a 1-GHz probe receiver, a 
300-fVlH2 probe receiver, and three trigger hybrids making up a 500-MHz thgger system. Other 
papers describe the scopes' data acquisition system (page 4), probe system (page 11), waveform 
graphics (page 20). trigger system (page 26), and power supply (page 37), 

Until recently, the most cost-effective method for long-distance voice communications over 
terresthal and satellite microwave links was anaJog transmission using frequency division muiti' 
plexing and mechanical switching. Now, thanks to advances in integrated circuits and high-speed 
logiCt the balance is beginning to tip in favor of the all-digital communications system, using pulse 
code modulation, time division multiplexing, and digital switches. The article on page 40 describes 
a software package that teaches the fundamentals of digital microwave radio by simulating a real 
system in action. Ifs intended for technical people who are new to digital communications, and 
for senior engineers and engineering managers who need to increase their familiarity with the 
subject. 

-R.P, Dofan 

What's Ahead 

The design and features of a line of instrument modules for use with personal computers is 
the primary subject of the May issue. These members of HP's PC instruments family make use 
of a personal computer's display as a soft front panel to reduce their cost. They come in smait 
packages that can be stacked and racked. 

Also included in the May issue is a research report about a new VLSI metallization technology 
using titanium silicide. 

The HP JcKJiTiaJ en-cou^ages techn»cal diacu^sion Ql tKe topics presented in fecent articles and will publtah It^tliDtieKp^Cted [o&b of intef&st to Our readfifs. Letter? must tJ95rief and are subject 
to edlTing, Utters Should be addresaed fo Edilor, Hewlalt- Packard Journal, 3000 Harwwei Street. PaJo Alio. CA 9400-1. U.S.A 
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A Data Acquisition System for a 1-GHz 
Digitizing Oscilloscope 



by Kenneth Rush and Danny J. Oldfield 



THE DREAM OF MANY oscilloscope users is to own 
an instrument that can store for all time a record of 
a single event to high resolution in both amplitude 
and timen Towards this end< many people around the world 
are designing very fast analog-to-digital converters (ADCs) 
and producing digitizing oscilloscopes. The approach has 
typically been to digitize to a modest resolution at very 
high rates. Currently, several manufacturers offer S-bit, 1 00- 
MHz ADCs. The reason for the emphasis on faster ADCs 
is the need of end users for greater time resolution in their 
measurements. 

If we recognize that many signals of interest can be made 
to repeat, then alternate methods can be used to achieve 
high lime resolution in a digitizing oscilloscope. This ar- 
ticle describes a system used to realize one of these 
methods, called random repetitive sampling. The system 
achieves an equivalent sampling rate of 100 GHz and a 
bandwidth of 1 GH?; for a time resolution of 10 ps. 

Random Repetitive Sampling 

The HP 54100A/D Digitizing Oscilloscope makes random 
observations of input signal voltages and stores these obser- 
vations in memory. The true timing of these observations 
is determined by measuring the time relationship between 
a trigger event related to the input signal and the sample 
clock in the instrument. Every 25 ns the input signals are 
sampled, digitized, and stored into memory. While each 
sample is time correlated with every other sample because 
the samples are spaced 25 ns apart, the samples are not 
correlated in time with the input signal. When a trigger 
event is detected, the timing relationship between the trig- 
ger event ajul the sample clock (40 MHz) is measured to a 



After One Trigger 



After Four Triggers 



resolution of 10 ps by a circuit called the trigger inter* 
polator, to be described later. 

If we are able to keep the information gained from this 
first measurement, that is, the sampled voltage values and 
the time relationship value, then the measurement could 
be repeated to obtain a new set of voltage values and a new 
random time relationship value. Repetitively making this 
measurement on a signal that doesn't change much from 
measurement to measurement will yield an accurate image 
of the signal waveform with 10-ps time resolution by recon- 
structing the waveform from the information stored over 
many measurements. Fig, 1 illustrates bow data accumu- 
lates in a typical case. 

If we have an acquisition memory depth of 1024 samples, 
and we do not arm the trigger until we have stored 1024 
points, then the memory Is holding a history of the signal 
that spans about 25 microseconds. If we stop storing sam- 
ples as soon as we detect a trigger event, then we can 
accumulate over many triggers up to 25 microseconds of 
information before the trigger, even at high time resolution. 
If the sample rate is reduced by a factor uf ten, then the 
amount of pretrigger viewing can be extended to 250 micro- 
seconds. This method of reducing the sampling rate is used 
to achieve very long pretrigger viewing in the HP 54100AyD. 
This is one of the contributions of random repetitive sam- 
pling, that is, pretrigger viewing with high time resolution 
without the necessity of delay lines to time shift the signals. 

The HP 54100A/D has a posttrigger delay counter to pro- 
gram what portion of the 1024-point acquisition memory 
is stored before and after the trigger. When measurements 
are to be made a long time after the trigger, it is not necessary 
to change the sample rate. The posttrigger counter is simply 

(continued on page 6) 




Fig, 1, In random repetitive sam- 
pling, the accumutation of infor- 
mation over many triggers or mea- 
surements produces an accurate 
image of tfje signal waveform. 
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General-Purpose 1-GHz Digitizing Oscilloscopes 



The six articles oo pages 4 through 39 of this issue ceport on 
var ious aspects of the design of the HP 54 1 OQAJD au6 HP 541 1 0D 
Digitizing Oscilloscopes These genefal-purpose osciHoscopes 
take advantage of a completely digital oscilloscope arc hitec lure . 
random repetitive sampling, and state-ot-lhe-art technologies to 
meet the new demiands faced by engineers involved with digital 
design and high-speed data communications. The hIP 54100A/D 
and HP 54110D simplify analog time-domain measurements on 
high-speed kagic circuits- They can make the new measurements 
needed when working with the most recently devebped logic 
families, and they can make many measurements faster and 
more accurately than conventional oscilloscopes 

Introduced in October 1984, the HP 541 (MAO was HP s first 
completely digital osciNoscope, and industry s first ^SHz- 
bandwidth digital oscilloscope The A model has two vertical 
channels and one trigger channel, and provides three-bit pattern 
recognition triggering. The D model has an additional trigger 
Channel and provides four- bit pattern recognition triggering and 
other complex Inggenng features. The HP 541 1 0D (Fig 1 ). intro- 
duced in October 1 985. adds a color display and several addi- 
tionat measurement capabilities to the feature set of the HP 
541 OOD. 

In additton to their 1-GHz bandwidth {35Q-ps rise time), the 
HP 54100A;D and HP 54110D also provide a 100-ps/dtv time 
base and 1 0-ps time resolution These capabilitEes aflow the user 
to measure subnanosecond rise times, propagation delays, and 
glitches 

A 40 -mega sample/second digitizing rate and infinite persis- 
tence mode allow the user to capture fast, low- repetition- rate 
signals, infrequent error conditions, or variations in a signal The 
infinite persistence mode is also useful when looking at worst- 
case conditions such as noise, jitter, and drift. 



Three types of interchangeable input pods allow the user to 
measure signals from a vanety of source impedances. The HP 
54300A Probe Multiplexer accepts all ihree input pods and allows 
up to 16 probes to be multiplexed at one time Up to two HP 
54300AS can be cascaded in series, increasing the number of 
inputs that can be multiplexed- 
Design Trends 

The osciiloscope has aiways been the workhorse of the digital 
circuit designer This is still true today, especially for designers 
working to advance the state of the art in processes and 
technologies Three trends pose a particular challenge to oscil- 
loscope manufacturers if they are to continue to provide a useful 
tool for the digital designer: the increasing speeds of digital 
circuits, Iheir increasing complexity, and the rate of turnover in 
technologies and products. 

Not only are designers turning to faster logic families such as 
ECL 1 0KH and 1 0OK, but semiconductor technologies are con- 
stantly undergoing improvement. With TTL and even CMOS now 
commercially available with edge transition times and gate delays 
approaching one nanosecond, an oscilloscope must have a 1- 
GHz bandwidth to be truly UBeful when workmg with these logic 
families- 

As system speeds increase, bus cycle and memory cycle 
times shrink. With more going on in less time, the designer must 
pay stricter attention to precise timing, Transmission tine charac- 
tenslics are becoming more important With a shorter cycle time, 
solutions to timing problems that may have worked in the past 
will no longer suffice. For example, with no extra time in the 
bus-cycle-time budget, the designer may not be able to slow 
down the clock rate or reshuffle events within the alio I ted time. 
With this increased emphasis on precise timing, good analog 




Fig. 1. HP 541 tOD Digitizing Os- 
dfloscope adds a cofor display 
and other functioris to ttiG features 
of the HP 54100D, 
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destgn techniques are essential to the success of digiial designs. 

The oscilloscope is the most useful loo! tof characterizing the 
analog performance of djgstai circuits. 

Examples of increasing logic speed are not limited to semicon- 
ductor gate delays and Iransition times, Disc drive manufacturers 
stnve to pack more bits per square inch on the surface, which 
translates to higher data rates m both read and write circutts, 
Fiber opdcs and satellite communications offer the attraction of 
getting more information to more places faster and with fewer 
errors, pushing data rates up to gigabits per second Local area 
networks, data multiplexers, and the computers' internal buses 
must all go faster to keep up with the logic circuits' ability to 
perform mathematical operations on numbers faster, 

O&cilloseope Requirements 

A 350-ps rise lime, by ftself, is not sufficient for an oscilloscope 
to make the required measurements The precision, resolution, 
and range of time intervaJ measurements are probably Ihe most 
important attributes of an oscilloscope. The most basic measure- 
ment expectation of an oscifloscope is to measure the time be- 
tween events on waveforms. How long after The driver started its 
transition did the input lo the last RAM pass through logic low'^ 
How far from the center of ihe data window was the peak of a 
pulse on a disc drive*? By how much time do the edges of the 
dock vary in different parts of a system*? 

In complex digital systems, it is important to be able to view 
events leading up to the irigger Otherwise, il is difficult if nol 
impossible to determme the cause of events. In an asynchronous 
system, where cycle limes are not always the same, reliably 
measuring such basic parameters as setup time requires the 
ability to display events before Ifie trigger. 

One of the most frustrating behaviors of complex digital circuits 
for digital designers is the tendency for catastrophic errors, which 
occur v^ry infrequently. Digital systems have an almost infinite 
number of states they can occupy, and an erroneous operation 
may be related to only one of these states [which the system 
has a very low probability of being in at any time) or, worse yet, 
to a unique sequence of states. Even normal., periodic events, 
such as an individual pulse on a disc drive, may have a very 
low duty cycle in a complex digital system. It is difficull for the 
digital designer to see such events using a conventional oscillo- 
scope The infinite persistence mode on the HP 54100A/D retains 
information on the display indefinitely, so the designer can see 



those very infrequent error conditioris, as well as examine signals 
having a very low duty cycle 

Faster means sm^alfer and denser, since distance is propor- 
tional to time in electric circuits. As circuits become denser, they 
become harder to probe Frequently, the hardest part of making 
an oscilloscope measurement is probing the desired signal At 
the same time, the effect of the probe on the circuit under lest, 
and the distortions introduced by the probe and its grounding 
path on the signal going to the oscilloscope, are often Ihe domi- 
nant source of error m high-bandwidth osctlioscope measure- 
ments; this effect becomes more pronounced at high speeds. 
Therefore, a truly general-purpose osG«ilosccpe must offer soSu- 
fions to the conflicting requirements of probing: small physical 
dimensions, low mass, high bandwidth, and minimum loading 
(partjcularfy capacitive Eoading). 

Chips, the simplest and lowest-level circuit building blocks, 
are rapidly becoming more complex, with many more functions 
and connections. Examples range from gate arrays to fiber optic 
receivers. Today's board is tomorrow's chip. As this happens. 
the number of variables m their transfer function increases expo- 
nentialfy. and the number of opportunities for errors that have an 
undesired impact on system operation increases proportionally. 
To characterize such a circuit— and especially to troubteshooi it 
rf it isn't working properly — may require thousands of measure- 
ments 

Thus, the designer needs instruments — including osciliO' 
scopes— that can be programmed to make measurements au- 
to rnaiically. A truly genera I -pur pose oscilloscope must be pro- 
grammable, but shouldn't require a doctorate in computer sci- 
ence to program effectively. This makes it posssbfe to program 
computers to take over the repetitive tasks of setting up measure- 
ments and of gathering, sorting, and analyzing the data. A new- 
generation oscilloscope must also be easy to operate manually. 
All the measurement features in the world are of little benefit if 
they are obscured by an arcane control architecture, or hidden 
in a bewildering array of buttons and knobs 

Meeting all of these requirements was the basis of the design 
objectives for the oscitloscopes discussed in this issue. 

Arthur W. Porter 

product Marketing Engineer 

Colorado Sphngs DivFsion 



(ccinlinued t^om page 4] 

programmed to count the correct number of sample periods 
(greater than 1024] to reach the time viindovw^ of interest. 
Using a crystal to control the sample clock guarantees hi^^h 
time base stability; Ver>^ lon§ delays can be achieved with- 
out the long time base ramps required in conventional os- 
cilloscopes. This leads to low overall time base jitter and 



counter-like time base accuracy. 

The availability of very high time resolution leads to the 
possibility of high bandwidth. By designing a high- 
bandwidth sample-and-hold circuit and using random re- 
petitive techniques, we can achieve very high bandw idth. 
In the case of tiie HP 54100A;T) we achieve bandwidth 
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of the HP 54100A/D data acqui$i' 
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4d-MHz Clock 




Synchronous 
Trigger ^ 



Fig , 3 , fine intBrpoiutor block dia- 
gram 



orders of magnitude higher than the sample rate. The rise 
time is limited by the bandwidth of a hardware preamplifier 
and sampler and not by the sample rate. 

The advantages of accuratet stable* high -resolution timing 
and high bandwidth do not come free, huwever. There is 
one significant disadvantage of random repetitive sam- 
pling. If the sample rate is limited to 40 MHz as it is in the 
HP 54100A/D, then there exists a 25'ns hole between two 
data paints taken on the same trigger. There is a finite 
probability that a time window narrower Ihati 25 ns might 
not receive any data from a given acquisition cycle or trigger 
BvenL A 10-ns window will have a probability of only 
10/25 of receiving one data point given one acquisition 
cycle, and a 1-iis window will have a probability of 1/25. 
Therefore, for a l-ns window of interest, the signal must 
repeat 25 times on the average for each data point plotted 
on the screen. Because the data points are stored digitally 
and do not fade away, this effect is minimized. For a l-ns 
time window (100 ps/div) and a signal repetition rale of 
1000 Hz, the HP 54100A/D can still accumulate 40 digitally 
stored points per second, and the data rate goes up propor- 
tionally with signal repetition rate and time w indow width, 
reaching rates as liigh as 50,00(1 data points per second. 

The realization of random repetitive sampling required 
the development of several new circuits. Fig. 2 illustrates 




Main 
Out 



in greatly simplified form the basic components required. 
The circuits to be described In this article are the 
preamplifier/sync splitter, the sampla-and-hold circuit, 
and the trigger interpolator. The programmable step at- 
tenuator is similar to the HP 33321G Attenuator. The trigger 
system is discussed in detail in the article on page 26. Two 
Siemens SDA 6020. 6-bit, 50-MHz flash ADCs are stacked 
to get seven -bit resolution at 40 MHz in the HP 54100A/D. 

Fine interpolator 

The role of the fine interpolator is to provide the timing 
information that is necessary to reconstruct waveforms 
from multiple acquisitions of digitized data. The basic time 
base accuracy of the instrument is also set by the operation 
of this circuit. Fig. 3 shows a block diagram of the fine 
interpulator circuit. Its function is to measure very accu- 
rately the time between J he trigger event and the next oc- 
currence of the system master clock. Knowing the indi- 
vidual times allows reconstruclinn of random repetitively 
sampled waveforms from raw^ data. 

Circuit operation begins with a block called the synchro- 
nous trigger generator. R has two inputs, the master clock 
and the asynchronous trigger coming from the trigger sys- 
tem discussed elsewhere in ihts issue. The synchronous 





1 



Fig . 4. Basic elements of the preamplifier and sync splitter . 



Fig. 5* SampfBf kickoui. Vertical 3 mV/dtv. Honzontal: 200 
ps/dfv. 
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Fig. 6. Preamplffier thick -film hybrfd substrate. 

trigger generator consists of two high-speed ECL D flip- 
flops, The output of the circuil is another trigger signal 
thai is cointndent with the second occurrence of the master 
clock after the initial trigger is generated. The flip-flops are 
necessary to ensure that no false synchronous triggers are 
generated because of operation in a metastable region. Be- 
cause of the random nature of the Iwy inputs, the setup 
and hold specificatioas are by design often violated. 

This output signal is referred to as the synchronous trig- 
ger. Becau.se the asynchronous and synchronous triggers 
are related only by the master clock, the actual time differ- 
ence is a random time between 2^ iis and frO os, or one 
period of the 40-MHz master clock. This time is stretched 
by a factor of 1250 by the dual-slope analog- to -digital con- 
verter — the heart of the fine interpolator. This ADC consists 
of a high-speed differential comparator that switches a 10- 
mA reference current. The reference current discharges a 
capacitor for 25 to 50 ns. The capacitor is then charged 
from a current source 1250 times smaller than the discharge 
current. The ratio of the currents is the expansion ratio of 
the interpolator. The discharge is the fasl ramp and the 
charge is the slow ramp of the dual-ramp circuit. The ramp 
is an input to a comparator that produces a logic output 
that is equal in time to the stretched or slow ramp time. 
The logic output enables a 16-bit counter that counts an 
80-MHz clock derived from the master clock. This doubling 
in frequency is necessary to achieve 10-ps resolution for 
the system. The resullanl digital word is then grouped witli 
the digitized sampled data from the vertical system for 
reconstruction of the measured waveform. 



Fig. 7. Preamplifier step response. Verticai scale: Q.OSVfdiv. 
Time scale: 200 psfdiv. 

from the input signal. Should the disturbance not be 
blocked by the preamplifier and couple into the sync path, 
it could cause a trigger event synchrotmus with the system 
master clock to occur. This would cause an erroneous trig- 
ger, or more likely, one that is statistically related to the 
master clock. The more the signals are coupled, the less 
random the acquisition of data. 

Fig. 4 shows a schematic representation of the basic ele- 
ments of the preamplifier and s>tic splitter. Because the 
circuit must pass the input signal with a bandwidth well 
in excess of 1 GHx, it is Fabricated using a custom thick-film 
hybrid on a ceramic substrate. This is necessary to achieve 
fine geometries and low parasitic capacitance. The circuit 
is essentially a two-transistor differential amplifier with 
emitter resistors that reduce the gain and help stabilize the 
circuit. The fir.st transistor splits the input signal into two 
parts — the main and sync signals. The second transistor is 
a common-base stage with its main function being to block 
any unwanted signal from thc^ .sampling bridge from cou- 
pling into the sync signaL 

Fig. 5 shows a measurement made of "kickout" from the 
sampling bridge; this must bo significantly attenuated be- 
fore coupling into the sync signal. The design goal was to 
achieve 35-dB isolation between the preamplifier output 
and the sync output. The ingredients necessary to achieve, 
this with the common-base stage were very low collector- 
to-emitter capacitance and near-zero base impedance to 
ground at 1 GHz. The latter was achieved with dual base 



Preamplifier 

Typically the preamplifier in a conventional oscilloscope 
terminates the input signal and splits it into the main and 
sync paths. Isolation between the two paths is important, 
but is not a major constraint because the main path typically 
drives a terminated transmission line. For a random repeti- 
tive sampling system, however, the design constraint is 
different. The sampling process, by its very nature, gener- 
ates a charge disturbance at the sampling bridge that prop- 
agates towards the preamplifier in the opposite direction 
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fig, 9. Imn^mi^mon fme ioaamg on a sampfer 

bond wires that go directly to conductive vias (holes) near 
the die location. Total inductance at the base has been 
measured at 0-5 nH. which is sufficiently low to achieve 
the desired low impedance at that terminal- Fig. 6 is a 
photograph of the implementation on the preamplifier sub- 
strate^ Fig, 7 shows the output response of the circuit mea- 
sured at the main output with a 40-ps rise time stimulus. 
Note that the response has no overshoot and has a rise time 
of 200 ps. 

Random Sampler 

The key to extending the bandwidth of a digitizing oscil- 
loscope without having to increase the digitizing rate is 
narrow -aperture sampling. Currently » there are two tech- 
niques used to achieve the narrow -aperture effect. The 
track-and-hold method is most commonly used at low fre- 
quencies where the required switch can be pul into a feed- 
back loop to reduce the nonlinear effects. The HP 54100A/D 
uses sample-and-hold methods because of the many advan- 
tages offered at high frequencies. The equivalent circuit 
used to illustrate these two methods is shown in Fig. 8, 
The circuit consists of a source voltage (V^] to be measured 
and the associated back impedance (RJ of the source, a 
switch, and a holding capacitor loading the switch. In a 
track" and 'ho Id circuit, the switch is closed for relatively 
long times, and in this mode the voltage on the capacitor 
must track the source voitage. Then at a prescribed instant, 
the switch is opened. If the switch, being an electronic 
device (typically a diode bridge), changes state from iow 
resistance to high resistance quickly, then a narrow aper- 
ture effect can be realized, thai is, the voltage on the 
capacitor is held and is not affected much by the turn-off 
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transient. However, in the track mode, the input signal is 
filtered through the source resistance and holding capaci- 
tance, limiting the bandwidth of the output signal. This 
filtering effect and the excess time used in tracking the 
signal limit the usefulness of track- and -ho Id methods at 
high frequencies. 

Operating the same circuit in the sample-and-hold mode 
alleviates these two problems, but introduces more. A sam- 
ple-and-hold circuit closes ihe switch only briefly (about 
100 ps in the case of the HP 54100A/D), removing a small 
amount of charge from the source. This charge, when inte- 
grated on the hold capacitor, generates a voltage propor- 
tional to the average value of the input signal over the 
sampling aperture time (100 ps), There is typically a net 
voltage transfer loss with a sample-and-hold circuit be- 
cause the short sampling aperture offers insufficient time 
for the voltage on the capacitor to achieve a steady-state 
value. The loss in voltage is called sampling efficiency. 
For example, if R^ is 250, Ci, is 2 pF, and the sampling 
aperture T^ is 100 ps, the sampling efficiency N^, which is 
given by: 



is about 86%. 

In designing the HP 54100A/D, we found that the sam- 
pling efficiency could be improved by loading the sampling 
switch with a distributed capacitance or transmission line 
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Fig. 12- Simplified postamplitier schematic diagram. 

rather than a lumped capacitor. If, as shown in Fig, 9, we 
load the sampler with a 250 transmission line S>0 ps long, 
then with a sampler aperture of 100 ps, the initial wavefront 
moving down the transmission line reflects off the end of 
the open line, returns to the switch just as the switch opens, 
and is trapped on the line. For this cass, the sampling 
efficiency is exactly 100%, The efficiency can be made 
greater or less than 100% by malting the transmission line 
load greater or less than 25n. The total capacitance of the 
transmission line load is 50 ps -^ 2511, or 2 pF. the same 
as the previous example, but we have increased the sam- 
pling efficiency by 14%. Another advantage of transmis- 
sion line loading is greater uniformity of current flowing 
through the sampling switch during the aperture time. The 
initial current flowing into a lumped capacitor load is twice 
the current flowing into the matched 250 Une. and de- 
creases exponentially over She aperture duration while the 
current into the transmission line is constant fPig. 10]. The 
lower peak current leads to improved linearity for large 
signals. 

Fig, 11 illustrates the relationship between the input cir- 
cuitry, the output circuitry, and the sample strobe genera- 
tion circuitry used in the HP 54100A.'D. This circuit is 
realized as a thick-fihn microcircuit. The input travels down 
a 50O micmstrip transmission line past I he sampling bridge 
and is terminated in a 500 load. The sampling bridge taps 
the input line and connects to the output 250 niicrostrip 
line on the right. To the left of the input line is the sample 
strobe generation circuit. The primary source of the fast 
edge pulse used to turn the sampling bridge on is the step 
recovery diode fSRl)]. This diode generates a lOV. 50-ps- 
rise-time edge. The circuitry to the left of the SRD serves 
the dual purpose of matching the signal from the sample 
pulse generator to the SRD as well as shaping the 100-ps 
sample strobe pulse. The SRD is normally biased wnth cur- 
rent flowing from the positive bias supply through the SRD 
and out the negative bias supply. If the bias supplies are 
balanced, the positive and negative reverse bias of the sam- 
pling bridge is equal to half the SRD forward bias. To ini- 
tiate sampling, a lOO-mA, 3-ns-wide current pulse is applied 
from the sample pulse generator into the matf:hing network 
with such a polarity as to reverse-bias the SRD. 

When fonvard -biased, the SRD acts as a^hort circuit. It 
continues to act as a short circuit under re versed-bias cur- 




Fig. 13. A ramp-type input to the sampter and the output of 
the postampiifier held in steps 25 ns apart. 

rent conditions until the stored charge In the diode goes 
to ^ero, at which time the diode quickly changes to an open 
circuit. In this case, there is sufficient bias current to allow 
the reverse current to reach about 100 mA before the diode 
opens. When the diode charge goes to zero, the 100-mA 
current is suddenly t<50 ps) interrupted, and a portion of 
the current is forced to flow through the 60O resistors into 
the sampling bridge. The rest of the current flows back into 
the lOOO coupled niicrostrip structure where it is shorted 
by the 100-pF capacitor and is reflected back toward the 
SRDk When the wavefront reaches the SRD. it again for- 
ward-biases the SRD, causing the current flowing into the 
sampling bridge to turn off. The strobe time and thus the 
aperture time of the sampler are fixed at 100 ps by the 
tw^o-pass length of the coupled niicrostrip. During th is aper- 
ture time, the sampling bridge shorts the input line to the 
output line, allowing current to flow from one to the other. 
The amount of charge transferred into or out of the load 
capacitor is proportional to the difference between the 




Rg* 14- Sampimg efficiency adjustment. A ^iep i^tput to the 
sampier and the postamptifiBf output for three settings of the 
FET drain resistance. 
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Fig, 1 5. Reconstructed sample step response has b rise time 
of 130 ps. Time scale: 50 ps^dtv. 

input and output voltages, ff the sampling efficiency is not 
exactly equal to 100%, then the first sample taken after a 
step change in the input signal will not be correct, but 
subsequent samples will measure the difference between 
the input and the output and reduce the error to zero. To 
minimize this error on the fiist sample, the sampling effi- 
ciency musl he as close to 100% as pnsslble. 

The sampling efficiency depends on the load capaci- 
tance. If there were other parasitic capacitances in parallel 
with the load capacitor, such as the input capacitance of 
an amplifier needed to boost the output signal to a sufficient 
level to be digltiised, then the sampling efficiency would 
not be 100%. Therefore^ the postsampier amplifier must 
have zero input capacitance. In fact, if there are any vari- 



ances in the load capacitance because of thick-film process 
variations, the input capacitance of the po stamp lifier might 
have to be negative to compensate for other para si tics. The 
design of the postsampier amplifier is therefore not a trivial 
matter* especially since its output must settle and be digi- 
tized at high rates (40 MHz in the HP 54100AD|. 

Fig. 12 illustrates the postamp lifier used in the HP 541 00 AT). 
A source follower input stage is used with bootstrapping 
to reduce the effect of gate drain capacitance. In a normal 
case* the positive feedback to the drain is 100% {i.e.. the 
drain voltage change is forced to be equal to the gate voltage 
change)* Then the effecti\'e load capacitance of the FET is 
zero. The lOOH resistor in the drain circuit can be trimmed , 
allowang the =:0.2'pF input capacitance to compensate for 
variances in the total holding capacitance according to: 

Q^ = Cgd (1 - Afb), 

where Aft, is the positive feedback gain and C^j is the gate- 
to-drain capacitance of the FET. 

If Af^, is greater than unity, the Input capacitance of the 
amplifier can be negative. This does not cause a stability 
problem, however, because the holding capacitor makes 
the total capacitance of the node to ground positive. 

Altogether the sampler serves to measure the instantane- 
ous value of an input signal and hold this value to be 
digitix^ed at a 40- MHz rate. Fig. 13 shows a ramp type input 
to the sampler, and the output of the postamp lifier held in 
steps 25 ns apart. 

Fig* 14 illustrates a step-like input to the sampler and 
the output of the postamplifier for three settings of the FET 
drain resistance. Fig. 15 H a reconstructed image of the 
sampler step response to an HP tunnel diode step generator. 
The rise time of this sampler is about 130 ps. indicating a 
bandwidth of about 2 J GHz. 



High-Performance Probe System for a 
1-GHz Digitizing Oscilloscope 

by Kennetti Rush, William H. Escovitz, and Arnold S. Berger 



ATYPICAL SYSTEM to be measured by an oscillo- 
scope usually contains not }ust one class of signal, 
but several classes. Making signals from these dif- 
ferent classes available to the rnKtisuring oscilloscope is 
the goal of the probing system for the HP 541U0A/D Digitiz- 
ing Oscilloscope. 
The probing system consists of the following products: 

■ The HP 54001 A 1-GHz Miniature Active Probe 

■ The HP 54002A 500 Input Pod 

■ The HP 540O3A l-MIl Probe 

m The HP 543 00 A Probe Multiplexer, 



Circuits that are sensitive to capacitive loading are usu- 
ally fast circuits having low resistances. For this class, the 
probe capacitance dominates the design trade-offs. Fast 
circuits, say ECL lOOK, also demand a high-bandwidth 
probe to preserve the shape and timing of the signal sent 
to the oscilloscope. The HP 54001 A Miniature Active Probe 
is the optimum probe for this class of signals. This probe's 
pole-zero cancellation technique results in an extremely 
small probe tip with Inw capacitance (2 pF), medium resis- 
tance [10 kil), and extremely high bandwidth (1 GHz). In 
sizB and bandwidth, the HP 54001 A is an improvement 
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Fig. 1. Block diagram of Ihe HP 

540Q1A Miniature Active Probe . 



over previous active pmbes. 

A large class of signals exists in a 50il environment of 
coaxial connectors. The requirements of 500 terminated 
coaxial signals cannot be met easily by otlier probing solu- 
tions, so the HP 54002 A was designed to cover this class. 
The HP 5 4 00 2 A offers low insertion loss and good tenniiia- 
tion. 

Circuits that are sensitive to resistive loading (i.e., having 
resistance.s above a kilohm] are tisually slow circuits and 
are not so sensitive to capacitive loading. A probe can be 
optimized for this class of circoits by keeping the probe 
resistance high at the expense of probe capacitance. Such 
is the case with the HP 54003A. The HP 54003A probe 
offers equivalent performance to conventional oscilloscope 
probes, high resistance (1 MO), moderate capacitance (8 
pF), and relatively high bandwidth (300 MHz) for require- 
ments where resistive loading is more important than 
capacitive loading. 

The idea that allows these products to make a significant 
contribution is a system of interchangeable pods and a 
method of multiplexing the outputs of the pods into an 
oscillosnupe. The HP 54300 A Probe Multiplexer allows 
these probes to form a measurement sol u I ion. Now signals 
from several classes of circuits cati be brought together and 
measured in one system. Low^-speed, high -resistance oper- 
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Fig. 2- Gair} of HP 54001 A probe components, versus fre- 
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ational -amplifier signals can be measured by the HP 
54003 A and multiplexed with high-speed ECL signals mea- 
sured by the HP 54001 A, Amplifier outputs in 500 coax 
can now he measured in the same system as the low-power 
CMOS used to program the amplifier gain. 

Miniature Active Probe 

Careful consideration of noise, bandwidth, and loading 
effects led to some unusnal design concepts in the HP 
54 DO 1 A. The single most significant problem in designing 
an oscilloscope probe is dealing with the cable capacitance. 
The cable capacitance in a conventional probe is part of a 
capacitive voltage divider. Hence, the higher the cable 
capacitance, tlie higher the probe tip capacitance must be. 
Historically, designers have used several methods to 
minimize cable capacitance. One common method is to 
make the cable short, since capacitance is proportional to 
length. Unfortunately, this leads to probes that are often 
too short to bridge the gap between the circuit under test 
and the oscilloscope. Another method is to make the cable 
have very high impedance. If we could real ize a 1 50O cable^ 
it \vould have one-third the capacitance of a BOO cable. 
Unfortunately, high-impedance coaxial cable tends to have 
a large outer diameter. Carrying both of these techniques 
to their extremes — maintaining sufficient length to be use- 
ful, and maintaining a small diameter cable — yields the HP 
54003A. which is similar to the HP 10017A passive probe, 
having a tip capacitance of about 8 pF. 

Other techniques have been used to reduce tip capaci- 
tance ^ but they usually have severe drawbacks. Firsts piac- 




Fig* 3* Simpfffied schematic of the active network in the HP 
54001 A Miniaturs Active Probe 
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ing an amplifier near the probe tip to drive the cable capaci- 
tance eliminates the tip impedance*s dependence on cable 
properties, but power must be su.pplied to the amplifier, 
and it takes up space, making the probe tip large. Second, 
the cable could be considered as a transmission line and 
terminated as such as in resistive divider probes. However, 
this leads to probes with very Ioh' resistance at the probe 
tip— soon for a 10:1, 50O probe such as the HP 10020A- 

Obviously a new approach was needed to produce the 
ideal probe for high-speed logic. To achieve higher 
bandwidth in a longer probe requires low-loss, high-quality 
coaxial cable terminated in a 500 impedance. The small 
tip size restraint requires a passive tip. The requirement 
of high resistance forces us to introduce gain into the system 
to terminate the cable in 500. One approach might be to 
nse a resistive divider probe with a high division ratio* 
followed by an amplifier to make up the gain loss. This 
poses two problems. First, gain at very high frequencies 
(>300 MHz) is not easy to get, and if we could get it. the 
gain would add noise to the system. However, if we are 
willing to remove more signal from the circuit under test 
using slight capacitive loading, we wiO not be attenuating 
the signal as much at high frequencies. Thus, less gain is 
required. This is the method used in the HP d4001A probe. 

Fig. 1 illustrates the concept in a block diagram. In the 
probe tip, a thick-film microcircuit is used to realize an 
RC passive network. The resistance is a laser- trimmed, 
thick-film resistor. The capacitance is the front -to -back 
capacitance of a couple of metal traces on the ceramic 
substrate and has a value of 0.5 pF. 

Fig. 2 illustrates the transmission gain of the passive tip 
network and the active network gain required to get a total 
probe gain of -20 dB (10:1], Note the transmission mm 
caused by the parallel action of the resistance and capaci- 
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Rg> 4. Block diagram of the HP 54003 A l-MH Probe input 
pod, 



Fig. 5. Bas!C circuit of the high-frequency thick-film hybrid 
for the HP 54003 A ^M/3 Probe input pod. 

tance in the probe tip. This transmission zero must be 
cancelled in the active network with a pole at 30 MHz. 
Below 30 MHz> the passive network has a loss of 46 dBt 
and the active network must have a gain of 26 dB while 
the coaxial cable has no loss or gain. Above 30 MHz, the 
gain of the passive network increases at 6 dB/octave, while 
the active network gain decreases at 6 dB/octave. yielding 
a constant - 20'dB gain over the frequency range of the 
probe. The required gain of the active network goes through 
dB at about 630 MHz. 

The requirements on the active network are rather severe. 
It must terminate the coaxial cable In its characteristic im- 
pedance of 50Q, boost the signal by 26 dB below 30 MHz. 
roll off its gain at —6 dB/octave to well past the desired 
band^vidth of the probe, and drive the SOH input of the 
oscilloscope to a reasonable dynamic range of ±2 V. giving 
a 20V dynamic range at the probe tip (10:1 probe). Thick- 
film hybrid microcircuit technology is used to realize the 
circuit. 

Four discrete microwave transistors are used in cascade. 
Fig. 3 illustrates the circuit. Transistor Ql and the 47il 
resistor in series with its emitter terminate the coaxial cable 
in its characteristic impedance. The base bias of Ql is au- 
tomatically adjusted with an operational-amplifier feed- 
back circuit to guarantee that the input offset is zero volts. 
Q2 acts as a buffer to isolate the high impedance at its 
collector from the low impedance of the active network 
input. At the collector of Q2 is an RC network that generates 
the required current-to-voltage conversion of the signal cur- 
rent passing through Ql and Q2, The resistive and capaci- 
tive values are trimmed at calibration to guarantee a match 
with the passive network to achieve the proper gain at all 
frequencies, Q3 and Q4 form a cascade of emitter followers 
to isolate the high-impedance node at the base of Q3 from 
the low impedance of the output node. 
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The overall performance of this probe is limited by the 
choices of the passive network values. Obviously, if we 
made the tip resistance extremely high and the tip capaci- 
tance extremely low. we would have an extremely small 
signal to work with, making recovery and measurement of 
the signal very difficult. The capacitance value chosen 
yields a total probe tip capacitance of about 2 pF, This 
gives less than a 3% increase in rise time for a 50^1, l-ns- 
rise-time resistive source. The lO-kfi resistance gives about 
0,5% dc loading error on a 5011 source. The ultimate 
bandwidth of this approach is limited primarily by the 
thick-film active networkt and in the case of the HP 54001 A 
probe, this exceeds 1 GHz. The cable losses, primarily 
caused by skin effect, form a secondary limitation on 
bandwidth. First-order compensation for these losses is 
done by an overadjustment of the active network trim 
capacitor. 

1-Ma Probe 

Although the HP 54100A/D is a 1-GHz oscilloscope with 
50 internal signal paths, its digital architecture* HP-IB con- 
trol, and automatic measuremenl capabi lilies make It use- 
ful at much lower frequencies. To take advantage of this, 
the HP 54003A 1-Mil Probe was designed. It is a unity-gain, 
general -purpose^ 300-MHz input buffer amplifier with a 
l-MQ, 10-pF inpuL It requires an external HP oscilloscope 
probe. Probes for it include the HP 1001 7A l-Mfi. 8-pF 
mini probe, the HP 10014A lO-MH, lO-pF standard probe, 
and the HP 1003 2 A 100:1 Probe, Its bandwidth of 300 MHi^ 
and its rise time of 1.2 ns are specified both at the BNC 
input and at the probe tip^ It is useful for circuits ranging 
from high-impedance operational amplifiers to ECL logic 
circuits to power supplies up to 200V, 

Most oscilloscope amplifiers are preceded by attenu- 
ators, which limit the dynamic range that the amplifiers 
must cover. The HP 54100A/D has 500. 1-GHz attenuators 



already built into it, so the HP 54003 A buffer amplifier 
must have a large dynamic range. The dynamic range is 
±2V, which covers most digital circuit and operationah 
amplifier applications witti a x 10 probe. This is about 
twice the dynamic range of buffer circuits in active probes 
and oscilloscope inputs^ 

As shown in Fig. 4. the HP 54003 A is a two-path 
amplifier. Signal components less than about 1 MHz pass 
through the low-frequency path, an operational-amplifier 
circuit, then to a low-frequency input of the high-frequency 
amplifier. The operational amplifier also controls the oper- 
ating point of the high-frequency amplifier. 

Signal components higher than 20 Hz also follow the 
high-frequency path. There is sufficient overlap of the two 
circuits' passbands to ensure a smooth total response. Be- 
cause of the closed-loop design and modern operational- 
amplifier stability, there is almost no visible drift. Also* 
the high open-loop gain of operational amplifiers means 
that 0.1% resistors Rl, R2, R3. and R4 accurately and repeat- 
ably set the low-frequency gain to: 

A = (K2/(R1+R2)}{(R3 + R4]/R3}. 

One adjustment in the high-frequency amplifier sets the 
high-frequency gain equal to the low-frequency gain so that 
the overall response is flat. The high-frequency circuit [Fig. 
5] is a unity -gain amplifier with input, gain, and output 
sections. Because the Input and output sections are follow- 
ers with gain less than 1, a gain section is necessary, Trans- 
istors Ql and Q2 make up the input section. FET source 
follower Ql is operated at gate-to- source voltage Vgj = 0, 
maintained by the 20-Mn gate-to-source resistor. How^ever, 
the Miller effect between the gate and source causes the 
input impedance to be much greater than that resistance. 
The input resistance does not significantly load the l-Mfl 
input resistor of the low-frequency operational-amplifier 
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circuit. The feedback input from the operational-amplifier 
circuit mainiaius the proper current in Ql and Q2 for FET 
operation at V^ = regardless of the input bias level within 
the it2V dynamic range and regardless of individual FET 
variations. 

The gain stage is the common-emitter/common-emitter 
circuit of Q3 and Q4 v^rith voltage series feedback. Resistors 
Rl through R4 make up the feedback network. R4 is ad- 
justed so that the high-frequency amplifier gain is equal to 
the lovu- frequency operational-amplifier circuit gain. 

The high-frequency circuit is implemented as a thick- 
film hybrid. The technology is described In the article on 
page 33. The short length of chip-to-substrate wire bonds 
and rep eatable geometry of traces minimize variable para- 
sitic impedances at 300 MHz- This produces consistently 
high-performance circuits. 

The HP 54003 A in pu t sh ou 1 d be driven from a 50fL source 
or oscilloscope probe such as the HP 54003-61617 (HP 
10017A1. Although the input capacitance is about 10 pF, 
the BNC input connector and the input line look like a 
son transmission line terminating at the input capacitance 
of the high-frequency ampiifier, which is only about 2 or 
3 pF, Thus* a SOfl source can drive the input well beyond 
300 MHz. It is common to terminate high-impedance inputs 
wUh 50Q feedthrough terminators, such as the HP lOlOOC. 
to reduce reflections in high-frequency measurements. 
However, this causes overshoul with fast rise time signals 
because of the inevitable stub of BNCconneJctor and buffer 
amplifier input line. For a long stub, the overshoot Is 33%. 
Instead of a feedthrough termination, it is better to use a 
X5 or X 10 son attenuator at Ihe BNC input if tlie signals 
are large enough. If the source impedance is close enough 
to SOfl. no termination or attenuator is necessary. Fig. 6 
shows how the waveform varies for three different termina- 



tions. Only analysis of individual cases reveals the best 
termination. U any, to use with high-lmpedance inputs. Of 
course, the HP 54002 A SOH Input Pod is best for dedicated 
use in a 500 system. 

Most high-impedance inputs are used with probes to 
characterize or troubleshoot circuits. Probes represent the 
h ighest-resistance, lowest-capacitance, lowest-d isturbance 
connection to circuits that do not have buffered 500 test 
points. The main probe for the HP 54003 A is the HP 54003- 
61617, which is identical to the HP 1001 7 A Miniature Di- 
vider Probe [Fig. 7). It is designed to drive l-MH inputs 
with approximately 10 pF input capacitance. Up to about 
10 MHz, it is a capacitor*compeosated 10:1 resistive voltage 
divider. The divider consists of the parallel combination 
of Rl and CI in scries with the parallel combination of R3t 
R4, R5, C2. C3, and the cable capacitance. The R2 and R4 
network terminates the characteristic impedance of the 
cable at very high frequencies, where transmission line 
effects in the cable become important. The center conductor 
of the cable is resistive to damp out remaining reflections. 

A 'Mil Probe Performance 

Fig. 8 is a block diagram of some of the equipment used 
to characterize the high-frequency performance of die HP 
54003 A, ft produces flat pulses of approximately 1-ns rise 
time, typical of the fastest pulses the HP S4003A can use- 
fully measure. The pulse flattener is a Schottky diode series 
clipper. When the HP 80S2A output is negative, it is con- 
nected to the pulse flattener output through the diode, 
which is turned on. When the HP 8082 A output returns to 
OV. it is connected to the Flattener output only through the 
diode capacitance. abDut 1 pF. The output uf the flattener 
returns rapidly to OV through the SOfl output resistor. The 
small capacitance of the turned-off diode filters the pulse- 
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Fig. 9. Response o^ r/ie HP 
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son probe to 3 1-nB nse ifme refer- 
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With the response of the HP 
54003 A UMn input pod (bottom 
trace). 



top aberrations of the pulse generator, which are already 
small, and the 5 Oil oytput resistor reduces reflections when 
the diode is uff. The 20-dB attenuator is a nearly 50O load 
for the pulse flattener regardless of the device under test. 
The HP 8082 A 's amijiitude and offset are adjusted to pro- 
duce the flattest reference pulse near the pulse transition. 

Fig. 9 shows the response of the HP 54100A/D with the 
HP 54002A son input [top trace, the reference pulse) and 
the HP 54003 A l-MO input [bottom trace). The reference 
trace has a 1.02-ns rise lime and aberrations of about 1% 
peak'to-peak for the first 10 ns. which require the HP 
54100A/D*s magnify mode to see. The HP 54003 A trace 



has a rise time of 1.18 ns and about 2% overshoot compared 
to the reference pulse. 

Fig. 10 compares the performant^e of the HP 54003 A and 
the HP 54D03-61617 xio miniprobe (bottom trace) with 
the reference trace. No attenuator is used because the prob- 
ing tee is already terminated in 5011. The rise time with 
the probe is 1.09 ns and the perturbations are about 3% 
peak-to-peak. The 1.09-ns rise time of the probe compared 
to the 1.02-ns rise time of the reference waveform or the 
1.18-ns rise time of the HP 54003 A itself does not mean 
that the l-MO probe is exceptionally fast, but only that it 
can be tuned using its adjustable termination resistors. 
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the HP 54003 A 1 -1^0 protye fr}put 
pod and the HP 54003-61617 U 
t^n minprobe (bottom traoe). 
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Fig. 1t. The HP 543Q0A Probe MulUpimer, Bhown with the 

HP 541 00 A Digitmng OsdlioscopB 



Probe Multiplexer 

Ah previousiy discussed in this artide, the difficulties 
assoQiated with probing a circuit Increase as the circuit's 

density^ and frequency limits increase. One manifestation 
of this problem is probing multiple nodes in a complex 
system. Quite often, the mechanical fixturtng needed for 
probing points of interest in a circuit must be designed 
into the circuit itself. Thus, part of an overall probing strat- 
egic- must address the need for a greater number of probes 
Ihan can be accommodated by an instrument's input. 

The HP 54100A'D can accommodate four HP 54000- 
series probes as inputs. Two of its inputs are dedicated la 
the vertical inputs, as in a traditional oscilloscope, and two 
are devoted to the time base trigger channel. The HP 
54300A Probe Multiplexer is designed to expand tJie inputs 
of the HP 54100A./D or other 50O instruments. It is config- 
ured as two independent, eight-to-one, analog input chan- 
nels. Each channel can be thought of as an eight-position 
r<)tary switch, capable of switching 50ft transmission hne 
signals with a signal bandwidth greater than T5 GHz. 

Fig. 11 shovLTs the HP 54300A with a full complement of 
probes. Any of the HP 54000-series probes can he inter- 
changed in any slot position, thus allowing up to 16 points 
in the circuit to be probed without having to remove and 
reconnect the probe tips. Once the signal exits the probe. 
lE is in a well-controlled 500 environment. The active chan- 
nel is routed through an eight-channel RF coaxial switch 
to a BNC connector on the front panel. 



Multiplexer System Electronics 

Fig. 12 is a block diagram of the HP 54300A. The heart 
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Fig, 12, Block (diagram of the HP 54300 A Probe Multipfexer controf circuitry. 
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of I he instrument is two eight-channel. RF coaxial switches 
that have handwidths from dc to greater than 2 GHz. The 
switches are sofenoid'actuated. Each solenoid is connected 
to a son stripline cable that can make a connection between 
the central contai:l of the switch aiid a contact around the 
perimeter. Actuating the solenoid with 24Vdc connects the 
associated SOO peripheral txinnector to the center one. Only 
one solenoid may be actuated at a time. The RF switch 
design is shown in Fig. 13. 

The instrument is controlled by a 6809A microprocessor 
operating with a 1-MHz clock frequency. The entire operat- 
ing firmware is contained m single 8Kx 8 EPROM circuit. 
The remainder of the memory consists of 2K bytes of 
scratchpad memory, used for power-on system storage, and 
4K bytes of battery- backed -up nonvolatile memory, which 
is used to store sequences of switch closures (lists). 

The HP-IB interface, front-panel switches and display, 
and RF coaxial switches are controlled by LSI controller 
circuits. 

The powersupply is a linear design, capable of supplying 
5V at 2 A for the digital circuitry, ±10V at 2 A for active 
probe power, and 28Vdc at 500 mA for the solenoids. The 
5V and ±10V supplies are regulated by self-contained IC 
regulators. The 28 V supply is es.^enlially unregulated. 
However, to limit power dissipation within die solenoids, 
an LM317 regulator is used as a 30V clamp. At voltages 
less than 30Vdc, the LM317 looks like a series diode with 
a forward voltage drop of approximately IV, When the 
input voltage rises above 30Vdc. the regulator begins to 
regulate, effectively clamping the voltage seen by the soh 
enoids at 30Vdc, 

Multiplexer Design Considerations 

Three factors w^ere extremely important in the design of 
the HP 543 OOA. They are mechanical switch reliability, 
electrical system noise and grounding, and probe power 
integrity and probe protection. 

The issue of mechanical switch roUability was the most 
important factor in the design of the HP 54 3 00 A, and the 
most development time went into ttiis aspect of the design. 
Although manufacturing RF coaxial switches is a mature 
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high-frequency power supply Mering and prevent cross talk 
between active probes 

technology, we had to be certain that the switches could 
achieve the performance level that our customers expect. 
With the help of marketing, we surveyed potential HP 
54300 A users to determine the limits of acceptable perfor- 
mance. This survey provided us with two performance 
benchmarlcs. First, the switches had to be able to perform 
reliably for 700,000 to 1,000,000 operations per switch con- 
tact, and second, the rate of soft faihtres, that is, partial 
closures or incomplete openings, should be less dian 0.05% 
per t contact. 

We instituted an extensive test program to evaluate RF 
switch performance. The switches were tested by cycling 
each switch through all eight contact positions while ramp- 
ing the temperature continuously from -20°C through 
+ 60°C. After 2004)00 cycles, the switch was removed from 
the environmental chamber and tested for RF performance 
and dc resistance. The dc test was the most stringent. Each 
contact position was exercised 10,000 times and the num- 
bers of failures to open, failures to close, and contact resis- 
tance values greater than 50 mQ were logged to an HP 9000 
Model 226 Computer. If the rate of these failures went 
above 0.05%, tlie switch was considered w^om out. 

These tests were performed in close cooperation with 
the switch manufacturers. From these tests, we selected a 
vendor whose switches met the performance criteria we 
had established. 

Since the HP 54300A was designed as a companion prod- 
uct to the HP 54100A/D. a major design challenge was 
managing grounding and electrical system noise. To control 
system noise* the HP 54 300 A contains three separate 
ground buses. The analog supply, the digital supply, and 
the solenoid supply grounds are all isolated from each 
other and come together at one point — the flange of one of 
the RF coaxial switches, Furlhermoret the ±10V analog 
power supply is filtered by a separate LC circuit at each 
power connector to the probe housings [Fig. 14). Whenever 
a signal must cross between the analog and digital ground 
planes, it is sent through a lOO-kO series resistance that 
straddles the two ground planes on the inner layers of the 
main printed circuit board in the instrument. These signals 
are then buffered by high-impedance CMOS logic circuitry* 
This technique effectively eliminates currents flowing be- 
tween the two grounding systems. 

Even with careful design of the grounding system, early 
tests revealed noise pulses that were correlated with the 
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l-MHz system clock emanating from the 68 09 A micropro- 
cessor. Since all external inputs to the microprocessor are 
Interrupt driven, once an external {front panel or HP-IB) 
command is executed » the microprocessor need only wait 
until the next interrupt occurs. The SYNC instruction was 
used to put the 6809A in a wait mode. In this mode, all 
address and data bus activity ceasess, and the micropro- 
cessor halts all instruction processing until an interrupt 
occurs. Thus, the digital system is only active when execut- 
ing switch closure or system instructions. This effectively 
eliminates all coupled noise in the system. 

As mentioned earlier, each connector to the probe hous- 
ing has a separate LC filter at the ±10V inputs. This helps 
eliminate cross talk between probes and provides clean 
power. The power supply is a linear design, which at w^orst 
case is only 40% efficient. The use of a linear rather than 
a switching power supply design was decided upon since 
the potential for noise coupling problems was much higher 
with a switching powder supply. Since the HP 54300A chas- 
sis is rather roomy and a fan is used to cool the active 
probe circuitry, the heat developed by the power supply 
is not a problem in the system design. 

The potential for a power supply failure destroying all 
the active probes in the instrument is handled by two sepa- 
rate circuits. The IC regulators are internally current-lim- 
ited to a saie level to prevent catastrophic failure of the 
supply. In addition, overvoltage protection ICs, located 
downstream from the voltage regubtor ICs, separately 
monitor the plus and minus lOV lines. Should either of 
the supplies go above 12Vdc, the circuits activate an SCR, 
which short-circuits the line and blows a protection fuse. 

The analog voltages are monitored by a comparsitor cir- 
cuit that can generate a processor interrupt if a power sup- 
ply failure occurs- 

Multiplexer Operational Features 

Normal operation of the probe multiplexer is quite straight- 
forward. The pushbuttons AO through A7 and BO through 
B7 toggle the corresponding switch inputs on and off. An 
LED lights to show the active channel. In addition, scanning 
sequences (lists) can be created and stored in nonvolatile 
memory. These lists are similar to those used in the HP 
34 88 A Switch Control unit. A list can be up to 99 steps 
long and up to 100 lists may be created. The total nomber 
of stored steps may not exceed 376t, the capacity of the 
nonvolatile flAM array. A list may be recalled from memory 
and edited and/or executed. NEXT ant! PREV keys allow 



sequencing through a Hst^ If these keys are held down, the 
instrument wiU move rapidly through the list, but will not 
activate a channel until the key is released. Where practical, 
the HP-fB command set mimics that of the HP 3488 A. The 
front panei also contains a four-digit LED display^ The two 
left-hand digits display the currently active iist. and the 
two right-hand digits display the current step in a list. The 
display is also used to display error messages in the format: 
Er nn, where nn is an error message number. 

Lists can also be scanned by pulsing an external, rear- 
panel BNC input connector. A positive TTL pulse causes 
the current list to be scanned forward one ent^\^ The instru- 
ment also issues a pulse from another rear-panel BNC out- 
put connector w^hen the sw4tch contact has settled and data 
can be taken. Thus, a data logger scheme can be implernented 
without the inter\^ention of a computer/controller, fn this 
mode of operation, the end of a list roUs around to the 
beginning as the next step* 

Using the Multiplexer 

The HP 54300 A is easily connected to other test instru- 
ments. Its BNC outputs are 50O transmission lines and can 
be connected to any instrument that has 50n input termi- 
nations. When used with an HP 54002A 50fl Input Pod. 
the ITP 54300A has an input-to-output bandwidth greater 
than 1.5 GHz [3 dB). When connected to an HP 54100A/'D, 
the system bandwidth is still greater than 1 GHz. 

Since the analog signal path is essentially that of a SOfl 
transmission line, the signal losses that occur through the 
instrument are those that would naturally occur in any 
cabling and connection system of equal length. Fig* 15 is 
a graph of the swept frequency response of the instrument. 
The losses are not the usual 6 dB per octave of a single 
pole, but rather skin-effect losses normally associated with 
transmission Hnes. 

In theory, very large multiplexing systems could be built 
by cascading multiple HP 54300 A instruments- However, 
because of the increased cabling and connections, the sig- 
nal losses would become excessive. Therefore, we recom- 
mend that no more than one additional level of HP 5430tjAs 
be cascaded , gl vi ng a lota I of 1 28 in pu t channels . Cascad ing 
one additional level rcjdoces the multiplexer's bandwidlh 
to 1 GHz (3 dB). and reduces the system bandwidth of the 
HP 54100A/D to less than 1 GHz* but this may be a reason- 
able compromise in applications requiring many input 
channels. 
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Waveform Graphics for a 1 -GHz Digitizing 
Oscilloscope 



by Rodney T. Sch later 



WAVEFORM GRAPHICS are an important part of 
an oscilloscope. By looking at a displayed 
waveform, a user can understand more about a 
signal than if it is described by several pages of data. For 
example, at a glance a user can tell whether the rise time 
is too slow, whether the signal has ringing on it, w^hether 
the lower level is floating, or w'hether the signal is mis- 
behaving. 

Recognizing the importance of the display* special atten- 
tion was paid to developing a good graphics interface for 
the HP ^4100A/I) Digitizing Oscilloscope. Several new 
methiKis (]f displaying waveforms were developed that pro- 
vide users greater insight into their circuits. In addition, 
new techniques were created for plotting waveforms on 
the screen very quickly, making the HP 54100A/D very 
responsive and giving it the feel of an analog oscilloscope. 

The three display modes of the HP 541G0A/D are variable 
persistence, infinite persistence, and averaging. Variable 
persistence and infinite persistence are new to digiti/.ing 
oscilloscopes. The averaging used is a continuous average. 
Most digitizing oscilloscopes now use a terminating type 
of average that stops when the selected number of repeti- 
tions have been averaged. 

Variable Persistence 

Variable persistence is the normal display mode of the 
HP 54100A/D. With variable persistence, the user can con- 



trol how^ long w^aveforms remain on the screen. The 
waveform persistence can be set from 0.2 second to 10 
seconds. 

For short persistence times, variable persistence behaves 
like the nornial display mode of an analog oscilloscope. 
The screen is continuously updated %vith new waveforms, 
and the picture on the screen changes as the input signal 
changes. For longer persistence times, variable persistence 
can convey more information than a conventional oscillo- 
scope- 

In addition to displaying amphtude versus time, variable 
persistence gives the user a view of what the waveform is 
doing over a long period of time (e.g,, jittering^ drifting, or 
changing in amplitude). In analog oscilloscopes, variable 
persistence has proved valuable for capturing single-shot 
and infrequently occurring signals. Because it is im- 
plemented using different techniques, the HP 54100A/D's 
variable persistence solves many of the problems that are 
inherent in analog techniques: the persistence time can be 
set precisely, the picture is always clear and easy to adjust, 
and the display does not fade or bloom. 

Variable persistence overcomes one of the major 
shortcomings of digitizing oscilloscopes — inability to han- 
dle dynamic waveforms. Most digitizing oscilloscopes 
work w^ell when the waveform is static and well-behaved, 
but have problems with waveforms that are changing, such 
as multiple-trace waveforms, envelope waveforms, and 
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waveforms Lbat are aliased, Jittering, or noisy. This is be- 
cause they treat all waveforms as single-valued fund ions 
(i.e., having one vertical point for every time point), 
whereas many waveforms are multivahjed over time. 

Variable persistence handles changing waveforms very 
easily. Fig, 1 shows an example of a multiple-trace 
waveform displaynd wilh the variable persistence set to 
0-5 second. A muhi[jlp-lra(;e waveform occurs when a sig- 
nal has several modes depending on the circuit conditions. 
Sometimes it is possible to display only one of the w^ave- 
form modes by selecting an appropriate trigger signalt but 
such a signal is not always available. In many cases, it is 
desirable to display the signal as a multiple- trace wave- 
form. In the example, the multiple-trace waveform is used 
to measure the setup time between a 68000 microprocessor 
data strobe and an address line. 

Fig, 2 shows another example of a multiple-trace signal, 
one that is both noisy and jitteriiig in time. The display 
shows the eye diagram of an output signal from a long 
transmission. The quality of the transmission Une can be 
determined by measuring the height and width of the eye 
pattern. 

Infinite Persistence 

The maximum setting on the variable persistence control 
knob selects the infinite persistence mode. In this mode, 
waveforms accumulate on the display indefinitely or until 
the user presses the CLEAR DISPLAY key. This erases the 
screen and restarts the process. 

Infinite persistence is a feature that is new to both digital 
and analog oscilloscopes. The maximum persistence time 
in analog storage oscilloscopes has been limited to between 
10 and 60 seconds in the viewing mode. 

Infinite persistence is valuable because it can catch all 
the Vririations of a signal. It is useful for making worst -case 
measurements, such as jitter, noise^ or metas table measure- 



ments, and for trapping circuit problems that occur in- 
frequently, even those that occur every few days- 
Fig. 3 shows an example of an infrequently occurring 
problem that was solved using infinite persistence. The 
problem involved a two-stage ECL counter circuit. The 
problem only occurred about once every two seconds and 
turned out to be a Z-ns negative-going glitch on the carry 
output of the counters. In Fig. 3, the top waveform is the 
trigger signal and the bottom waveform is the carry output 
from the counter. The problem also illustrates the HP 
54100A/D's ability to look back iri time at events that occur 
before the trigger. 

Averaging 

The averaging display mode is useful for removing uncor- 
related noise from signals and for increasing the resolution 
of displayed waveforms. Averaging is performed on the 
samples that fall within a time slot. Features that distin- 
guish the HP 54100A/D*s method are that the averaging is 
performed very quickly and that it is dune using a continu- 
ous averaging algorithm, which causes the screen to be con- 
sUntly updated with the newest averaged waveform. Other 
digitizing oscilloscopes that perform averaging generally 
use a terminating method in which the averaging stops after 
a selected number of sweeps. 

Tw^o front -pan el controls affect averaging. The CLEAR 
DISPI-AY key erases the screen and restarts the averaging 
process, and there is a control for selecting the number of 
averages, which can be a value between 1 and 2048, There 
is also a display readout that shows the current number of 
averages- 
Fig. 4 shows an example of how averaging can be used 
to recover a signal buried in noise. The top waveform show^s 
the original signal, and the bottom waveform show^s the 
signal after averaging 128 sweeps. The top waveform was 
acquired in the variable persistence mode and then was 



APFIIL 1386 HEW1.ETT' PACKARD .JOURNAL 21 



)Copr. 1949-1998 Hewlett-Packard Co. 




Fig. 3. An ECL counlBf was not 
reaching full count The cause of 

I he probtem, a glitch on the carry 

;jyfpuf , was c/Zscoi/erecf ustng infi- 
nite persistence. The picture was 
obtained using the hafd-copy out^ 
put capabitfty of the HP 54 1 0OAID. 



saved in the waveform memory. 

The HP 54100A/D uses a seven-bit analog- to-digital con- 
verter (ADC). Averaging extends the resolution to ten bits. 
Normally, not all of the extra resolution is required, since 
the resolution of the screen is only eight bits. However, 
there are several places ^vhere the extra resolution is of 
value. One is for time measurements; more accurate results 
can be obtained using the extra precision. A second is for 
HP-IB applications; HP-IB users can read out full-precision 
values over the bus. A third is for display magnificalion. 

The HP 54iO0A/D has a vertical magnification feature 
tliat is useful for looking at distortions on waveforms such 
as ringing and reflections. This feature works by placing a 
window over the part of the waveform that is to be mag- 
nified, and then turning the magnification on. Fig, 5 shows 
an example of the top of a pulse that is magEufiBd by a 
factor of 16. The top waveform was acquired in the variable 
persistence mode. The ADC quantization levels sliow up 



as lines across the screen. The bottom waveform was ac- 
quired in the averaging mode. With averaging, enough ad- 
ditional bits of resolution are provided to fill in the gaps 
between quantization levels. 

Graphics System 

Fig, 6 shows a simplified block diagram of the HP 
54100A^T). The first block is the input circuitry and the 
sampler. The input circuitry contains attenuation and offset 
circuits to bring the signal within the range of the sampler 
and ADC. The sampler performs a sample-and-hold func- 
tion. The .sample window is narrow enough to ensure a 
1-GHz bandwidth. 

The sampled data is then passed to the ADC, which 
converts each sample to a seven-bit digital number. These 
values are stored In a high-speed memory; 1024 points are 
stored on each acquisition cycle. However, the number of 
points that reach the display screen depends on the time- 
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per- division setting. 

When an acquisition cycle is complete, the 68000 niicro- 
processor reads the digitized values from the high-speed 
memory-, processes the points, and stores the points as bits 
in the waveform pixel memory. Every 1/60 second ^ the 
display circuitry reads the waveform memory and displays 
the points on the screen* 

The HP 54100A/D uses two memory planes, one for the 
graticule and one for the live waveforms. Using tw^o mem- 
ory planes has several advantages. First of all, the graticule 
or static display is separated from the waveform or live 
display. This method results in a faster screen update rate, 
because the software does not have to take the graticule 
into account when the waveforms are displayed and erased. 
Second, the waveforms and graticule can be displayed at 
two intensities, half-bright and fuil-bright. This makes it 
easy for the user to distinguish the waveforms from the 
graticule* 



The instrument uses a raster display. The screen is 576 
pixels wide by 368 pixels high. The waveforms and 
graticule are drawm in the graphics area, w^hich is 501 pixels 
wide by 256 pixels high. The area outside the graphics area 
is used for text. 

The waveform and graticule memories are seen as RAM 
by the 68000 microprocessor. Each bit in the graphics mem- 
ory corresponds to a pixel on the screen. When the micro- 
processor sets a bit In the memory, it shows up as a dot 
on the screen. 

One of the early decisions in the project concerned the 
choice of a display* Tw^o alternatives were considered; one 
was a raster display and the otlier was a vector display, 
which is traditionally used in an oscilloscope. The raster 
display vvas chosen primarily because a raster display's 
memory is a natural image memory for retaining infinite 
persistence waveforms. Once a dot is set in the display 
memory, it stays set until the microprocessor clears it. 
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Fig. 6. Simplifted block diagram of the HP 54100AiD Digitiz- 
ing OsdlloscopQ 



importdnce of Screen Update Rate 

One of the design gcjals for the HP 54I00A/D was to put 
waveforms on the screen at a very fast rate. The screen 
update rate has an important effect on the performance of 
a digital oscilloscope for several reasruis. 

FirsI, it is necessary to update waveforms at least ten 
times |)er second to give the user the feeling tiiat the oscil- 
loscope is operating in real time and is responsive to chang- 
ing conditions on the input signal. Generally, the higher the 
update rate, the more responsive the oscilloscope will be. 

Second, the screen update rate affects the dead time, 
which is the time the oscilloscope spends in processing 
the waveforms rather than waiting for triggers. Reducing 
the dead time reduces the chances of missing a trigger. 
Normally, missing a tiigger is not impurtajit unless il occurs 
on a waveform that contains an infrequent error for which 
the user is looking. 
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Third, increasing the update rate increases the perceived 
bandwidth of the signal being displayed. This is because 
a random repetitive oscilloscope achieves a high band- 
width by sampling the same signal many times. The more 
times a signal is sampled within a given period, the higher 
the bandwidth will be. An example is a narrow glitch or 
vertical spike. The probability of catching the glitch is re- 
lated to the width of the glitch versus the sample time- 
Sampling the glitch more often increases the chances that 
it will be detected- 
Last, the screen update rate is important if a user is look- 
ing for an infrequent problem. Increasing the update rale 
decreases the time it takes for the problem to be displayed. 

One of the features that sets the HP 54100A/D apart from 
all other digitizing oscilloscopes is its very high update 
rate. Up to 20,000 points are put on the screen each second 
in the variable persistence mode, and up to 50,000 points 
are put on the screen each second in the infinite persistence 
mode. The next section describes the plotting algorithm 
that is used to achieve such a high screen update rate- 
High-Speed Plotting Algorithm 

The design of the high-speed plotting routine eliminates 
floating-point calculations by two means: 
m A lookup table is used to convert the digital sample 
values to Y values on the screen. The table is recomputed 
only when one of the magnification settings is changed, 
m A 32-bil integer is used for the X coordinate. The upper 
16 bits represent the X value in pixels and the lower 16 
bits are used for accuracy. 

A Pascal version of the high-speed plotting routine is 
shown below. The routine is actually coded in assembly 
language and consists of 17 statements, five of which are 
for plotting the point directly on the screen. 

Integer Variables (Pascal Program) 

X = X value in pixels, number between and 500 
Y = Y value in pixels, number between and 255 
A^to_d„data = sample value, to 127 
Number.of .points = number of points to be plotted 
Longjt = 32 -bit integer 
16 MSBs = X in pixels 
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for a moving average and a continuous average. 

16 LSBs - accuracy bits 
Long_dei!a^ = step size (same format as Longj() 

Plotting Routine (in Pascal) 

For I :- 1 TO Number_of_4DOints DO 
BEGIN 

X :- Lon9_x/65536; {Compute X in pfxels} 

Long_x ;=Long_x + Long_deita_x; {Add delta for next point) 

Y ;= Vertical Jab fe(A^to_d„data[ II): {Look up Y value in table} 

Plot (XY): {Plot point on screen} 
END; 

The display routine takes 18 fts to plot one point. Up to 
fifty 10 00 -point waveforms can be acquired and plotted in 
one second in tbe infinite-persistence mode. 

Averaging Algorithm 

The HP 54100A^D uses a continuous averaging algorithm, 
which is also referred to as an exponential average. Tbe 
algorithm has been used in other applications^ but tbere 
has been very little written about it, especially as it applies 
to oscilloscopes. The algorithm divides the waveform rec- 
ord into 501 time slots. The samples that fall within a time 
slot are averaged together. 

Several other methods of averaging were considered. One 
method is tbe terminating average. With the terminating 
average, the averaging stops when the required number of 
samples has been acquired. The average for each time slot 
is simply the average of all the samples that fell within tbe 
time slot. Mathematically the terminating average can be 
expressed as follows; 



V.avg = [V(l] ^ V(a] + ... + V(N]) /N 



W 



where V(l), V[2], ... V(N) are the sampled values for the 
time slot, N is the selected number of samples to be aver- 
aged, and V_avg is the average value for the time slot. 

The terminating average is not appropriate for an oscil- 
loscope display mode, since the averaging and display up- 
date stops after the final average is reached. Later changes 
in the signal are not reflected on the screen. The only 
method of updating the display is to press tbe CLEAR DIS- 
PLAY key, which restarts the averaging process. It is incon- 
venient for users to have to press the CLEAR DISPLAY key 
w^hen signals are changing or when probing different sig- 



24 HEWLETT-PACKARD JOUflNAL APfUL 1956 



)Copr. 1949-1998 Hewlett-Packard Co. 



nals. (Note: the HP 54100A/D does use a terminating aver- 
age for data acquisitions over the HP-IB.) 

The ideal coDtinuous a\'eraging method is the moving 
average. With the moving average, new samples are con- 
tinuously acquired. The a\'^erage for each slot is performed 
on the last N samples that fall io the time slot. The equation 
for the moving average can be ejqiressed as follows: 

V^avgfK) = [VfK + l-N] + V(K+2-N} - .. - V(KH/N {2) 

where V(K + 1-Nh V(K + 2^M), ..., V(K) are the last N 
samples f orthe time slot, and V_avg(K) is the Kth average. 

The disadvanfage of the moving average is the amount 
of memor>^ required to implement it. The values for the 
las! N samples have to be saved for each time slot. For 
example, for two channels, 501 time slols» and one byte of 
storage for each time slot ^ the amount of memory required 
to perform a moving average of eight samples is 8016 bytes 
(2 X 501 X 1 X 8). For a moving average of 256 samples, the 
amount of memor>' required is 256,512 b>^es. 

The HP 54100A/D continuous averaging algorithm uses 
a total of 8,016 bytes for the two channels. Each average 
is computed by first multiplying the previous average by 
[N-'lJ/N and then adding 1/N times the new sample. The 
equation is: 

V^avgfK] = ([N-l)/N]V_avg(K-1} + (l/N]VfK) K^N 
V.avgfK) = ((K-ll/K]V_avgfK-l) + (1/K)V(K) K<N (3) 

where V(K] is the current sample, N is the selected number 
of averages, V_avg{K-l) is the previous average for the 
time slot, and V_avg(K) is the current average for the time 
slot. 

To maintain accuracy and perform the algorithm qyickly, 
an alternate version of the equation is used. For every sam- 
ple, a running sum, Sum(K), is also computed, 

Sum(K] = SumfK-l) - V.avgfK-l) + 25BV(K) {4] 

V.avg(K] = Siim[K) f N (5) 

The value V(K) is multiplied by a factor of 256 (i.e.. it 
is shifted eight bits) to maintain accuracy. This makes the 
lower eight bits in Sum(K) and V_avg{K) accuracy bits. 
Eight bytes are saved for every time slot: Sum{K). which 
is four bytes, V_avg(K), which is two bytes, and the average 
count, N> which is also two bytes. 

Analysis of the Continuous Averaging Algorithm 

Looking at the equation {3) for the continuous average, 
it is not obvious how the continuous average compares to 
a true average or moving average. For values of K less than 
the selected number of averages. N» the equation reduces 
to a true average- Substituting for V_avg(K-l) gives the 
following results: 



V.avgTO= ltK-lW[V[l) + V(2H... + V(K-l]) ^^^^^^^^^^ 

(K-l] (6) 



The equation can be fiirther analyzed by determining the 
effects of a change in signal level on the average. Assume 
that the input signal is at a steady-state level of V.initial 
and is changed to a level V_final. Also assume thai K is 
greater than or equal to N, so the number of a%'erages is 
constant* After one sample, the average is: 



V_avg(11 = l(N-l]/N]VJiiitial + {VJinal/N) 



m 



After two samples, the average is: 

V_a vgf2J = VJnitiaJ I (N - 1 ]fhif -^ fV_final/N]f f (N - n :% ? - U (9] 

The first term grows as a power of n, where n is the 
number of samples, and the second term is a geometric 
series times fV_final/N). After n samples the equation re- 
duces to: 

V_a vgfn] = V Jinal - (VJ Inal - VJ nitiall({N - 1 J^l" 

=-V_fmal - fVJinal - V_inilial)exp( - ti/(N -0,5)) [10] 

A graph of this equation is shown in Fig. 7. along with 
a graph for the moving average. Initially, when the input 
signal is changed from V^initial to V final, both the moving 
average and the continuous average change at about the 
same rate. However, the moving average takes only N sam- 
ples to reach the final voltage whereas the continuous av- 
ereage approaches V_flnal exponentially and takes between 
3N and 5N samples to reach the final voltage. 

For noisy stead^^-state signals, the continuous average 
and the moving average behave almost identically. The 
main difference is in how successive samples are weighted 
(Fig. 8). For the moving average, the last N samples contrib- 
ute 1/N to the average. For the continuous average, the 
most recent sample contributes 1/N to the average. The 
effect of each sample lasts longer since the contributions 
decrease exponentiaily. 

Another way of looking at the continuous average is to 
think of the averaging as a filtering process; the ctmtinuous 
average is. in fact, a low-pass digital filter. For example, 
compare equation (10) with the equation for the step re* 
sponse of an RC network* 



V(t) = V final -(V final- VJnitialJexp(-t/RC) 



[11} 



The time constant for the above equation is RC. and the 
time constant for the averaging eci nation is approximately 
N-0.5 (i.e., in N-0.5 samples, the average reaches 63% 
of its final value]. 

In using the low-pass filter analogy t it is important to 
keep in mind that averaging is done on time slots and that 
adjacent time slots are not averaged together. The filter, 
therefore, does not affect the signal itself, but rather filters 
out rapid deviations of the signal from its steady-state con* 
dition. 

Reference 

L K. Schlaler, "Digital Scopes Gain Persistence/' EJectronJcs 
Week, Fabruary 11. 1985. 



^ (V(lJ + V(2) + „, + V(K))/K 



(7) 
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Hardware Implementation of a High- 
Performance Trigger System 



by Scott A, Genther and Eddie A, Evel 



IN ADDITION TO BANDWIDTH and time base accuracy, 
the irsef Illness of an oscilloscope is Imiited by tlie per- 
formance and features of its trigger system. Tbe wide 
vertical bandwidth and precise timing accuracy of the HP 
54100A/D Digitizing Oscilloscope required very high-qual- 
ity trigger system. Therefore, much effort was put into the 
design of the basic trigger path to achieve high performance, 
and a radical departure was taken from the traditional os- 
cilloscope feature set to provide triggering functions more 
useful to designers of digital hardware. 

The front end of the system is designed for very fast 
response to provide repeatable and accurate timing be- 
tween input transitions and the time base reference. At the 
same lime, it is structured like the front end of a logic 
analyzer, where each input has its own comparator. This 
aUow^s simultaneous and sequential processing of input 
signals so that sophisticated functions resembling those 
found in dual-time-base oscilloscopes and logic analyzers 
can be provided. 

In addition to the traditional single-source triggering 
mode, the new architecture provides the ability to trigger 
on transitions of a parallel pattern of several inputs, like a 
logic timing analyzer. The digital nature of the instrument 
makes possible a holdoff function that is much improved 
over the corresponding delay feature on conventional oscil- 
loscopes. The structure of the high-speed hardware also 



makes it possible to implement the sophisticated features 
found in tlie D model- The first of these adds a time qualifier 
to the basic parallel pattern trigger to provide two modes 
of time qualification, another feature found in logic timing 
analyzers- Also included is a three-channel state trigger, 
which is a simple subset of the state analyzer function^ and 
there are two delayed modes, one by time and one by 
events. These » combined with the windowing capability 
of the time base^ fully duplicate the functionality of a dual- 
time-base oscilloscope. 

User Interface 

HP 54100A/'D triggering capabilities are structured into 
modes. Only one mode is active at a lime and each is 
associated with its own softkey menu, hi an HP 541000^ 
the modes arc: Edge, Pattern, State, Time-Delay, and Event- 
Delay. The softkey menu indicates the trigger mode. 

Softkey menus are the means by which parameters are 
entered into the trigger system. Except for the Edge mode 
menu, descriptive softkey labels are employed that when 
read from top to bottom briefly summarize the function 
that is performed. For example, a typical Rvent-Delay func- 
tion display might read After Pos Edge On Chan 1 Trig On 213 
Events Of Neg Edge On Chan 2. 

Except for trigger levels, all parameters in one menu are 
completely independent of the parameters in any other 
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menu. Trigger levels are excluded from the rule because it 
would be cumbersome to enter four trigger levels for each 
of the five modes. Instead, levels can only be entered in 
Edge and remain in effect when the oscilloscope is 
switched into another trigger mode. Another purpose of 
Edge raode is to avoid the necessity" of having to leam a 
complex featm'e to do simple single-source Iriggering, This 
straightforu^ard function is actually redundant, because it 
is included in Pattern mode. It is provided so that a complex 
feature set can be offered without inconveniencing users 
who do not need the fuU power of the instrument. 

Fast-Path Hardware 

Trigger performance consistent wtth the vertical 
bandwidth and the timing accuracy of the HP 34100A/D 
requires high sensitivity, high-frequency capability t low 
jitter, and minimum timing error for a wide range of signal 
conditions. In addition* the trigger must be programmable, 
and once programmed, must work in the expected fashion 
without requiring an operator to tweak it to get a stable 
w^aveform display on screen. This is of particular impor- 
tance w^hen the instrument is used in an aulomatic test 
system. These characteristics become more difficult to 
achieve as frequency increases up to the 5 00 -MHz trigger 
specification of the HP 54100A^. To achieve these charac- 
teristics, high-speed circuilry and fast edge speeds are re- 
quired along with good interconnect techniques to 
minimize noise and liming signal degradation, The system 
achieves rms jitter of better than 50 ps and delectable timing 
errors of only a few parts per million under worst-case 
conditions. 

The architecture of the HP MIOOA/T) trigger system is 
shown in Fig. 1. The most radical departure from the con- 
ventional oscilloscope trigger system is the use of separate 
high-speed trigger comp^iralors for each of the four trigf^er 
source channels. This eliminates the need to multiplex 
low-level analog signals to a single comparator, thus eiimi- 
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FJg. 2. Tne tour ihtck-fttm hybrids that constitute the hean of 
the HP 54W0AID trigger system are the preamplifier (top 
ieft), the sync comparator (top nght). the trigger multiplexer 
(bottom left), and the trigger flip-flop (bottom right) 

nating a major source of noise coupling. Since the compar- 
ator outputs are logic signals, multiplexing is much easier. 
The other advantage is thai now the trigger architecture is 
similar to that of a logic analyzer and logic triggering can 
now be performed. 

A preamplifier in each vertical chatmel provides a con- 
venient pickuff for the sync signal, along with necessary 
jsolation from the vertical sampling circuit to prevent sam- 
pling transients from degrading the triggering. 
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Rg. 3. Block diagram of the hard- 
ware that implements the complex 
triggering functions of ftie HP 
54100D A trigger circuit, counter 
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The comparator outputs go to the Lrigger multiplexer 
circuit, where one or more of the signals are used for trig- 
gering. The comparator signals are also routed to the com- 
plex trigger circuits. The multiplexer output goes to the 
input OR gate of the trigger flip-flop circuit and is used to 
clock the holdoff flip-flop. In the HP 54100A, which does 
not have the mure complex features, the Irigger multiplexer 
and complex trigger circuits are omitted and the com- 
parators feed the trigger flip-flop hybrid directly. One or 
more of the signals may be used for simple logic pattern 
triggering, depending on which comparators are enabled^ 
The trigger multiplexer and the complex trigger circuits 
are on a plug-in printed circuit board with coaxial signal 
connectioris. Thus, converting from the A model to the D 
model merely involves adding one plug-in board- 

The holdoff flip-flop works with the holdoff counter to 
set up a fixed trigger cycle. Once a trigger occurs, further 
triggering is inhibited until holdoff limes out. This feature 
is used to establish a unique trigger point on signals that 
cross the trigger threshold several limes per cycle, such as 
a pulse burst. As an option, holdoff can be set to inhibit 
triggering for a selected number of transitions instead of a 
selected time. 

There is a timing problem that occurs because the trigger 
signal must be gated by a system signal that is asynchron- 
ous— in this case, the end-af-holdoff signal from the holdoff 
counter. Since tlie signals are asyuchronous, there is a pos- 
sibility of violating the setup time requirements of the hold- 
off flip-flop if the timing of the signals is within a certain 
range. This could cause the flip-flop output to be time- 
skewed from the clock edge by more than normal, thus 
causing the displayed signal on screen to be time-displaced 
from normal — -a trigger timing error. The probability of this 
happening increases as the trigger signal frequency in- 
creases and can be quite high at 500 MHz, the HP 54100A/ 
D's bandwidth specification. To minimize this problem, 
the holdoff flip-flop is implemented as two fhp-flops in 
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Fig. 4. Block diagram of the HP 54 lOQD tnggering sysfem 
in State mode. The Qualifying pattern signal generated at 
QCLK a//ows the fast trigger ffip-flop to recognize edges only 
wfien thB pattern (st<ile) Is true. 

series, with the Q output of the first driving the D input 
of the second and the clock of the second delayed to allow 
time for the fir.st to settle. The same problem exists at I he 
system trigger flip-flop, but at a lower clock frequency be- 
cause its clock rate is reduced by the holdoff system. 



SOO^MHz Logic and Microwave Design 

To jichieve the desired performance, high-frequency de- 
sign techniques are used throughout the trigger system. 
Four high-frequency thick-film hybrids were designed for 
the preamplifier, the comparator, the trigger multiplexer, 
and the trigger flip-flop circuits. These are the circuits that 
must handle signals up to the maximum trigger frequencies, 
above 500 MHz. Bipolar chips from HP's 5-GHz process 
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are mounted on the hybrids. Coaxial cables connect one 
printed circuit board to another. Signal connections on the 
printed circuit board are via 300 microstrip lines using a 
four-layer board structure with inner-layer ground planes^ 
Special care was taken to separate the ground planes of 
various circuits to minimize ground coupling of noise into 
the trigger system. The 500 signal interconnect system 
helps minlmke noise pickup and aids in maintaining the 
fast edge speeds necessary for low trigger jitter. Good line 
terminations are particularly important, because at certain 
frequencies, reflections can occur superimposed on pulse 
edges that are used for timing. This causes distorted timing 
edges that result in delay changes and increased jitter at 
those frequencies. 

Fig. 2 Is a picture of the four thick-film hybrids used in 
the trigger system. The hybrid approach allows good con- 
trol over parasitic reactances. 500 signal lines can be run 
ver^' close to the chips they connect. The package allows 
easy grounding and heat sinking to the back package sur- 
face. This approach permitted a fast design cycle, because 
the chips were already in produclion for other instruments; 
only the thick-film substrates required a new design effort. 

The trigger flip-flop hybrid has several unusual features. 
First, ground feedthrough holes are used to improve chip 
grounding to a ground plane on the back of the substrate. 
This also greatly improves power supply bypassing through 
the chip capacitors mounted on the substrate. The wide 
traces are 500 microstrip lines used for signal connections. 
When the lines drive a chip input, the line is necked down 
to form a T-section network to compensate for the chip 
input capacitance and thus form a better line termination. 
There also is a small untrimmed resistor in series with 
some inputs to provide damping to prevent ringing on sig- 
nal transitions. Ringing can cause jitter and timing vari- 
ations similar to the effects of reflections mentioned above. 
The microstrip lines are expanded near where they connect 
to a package pin to provide some compensation for the 
inductance of the bond wire between the hybrid and the 
package pin^ 

Good grounding and control of layout parasitics are also 
important in the sync comparator hybrid design to mini- 



mize coupling from the output to the comparator input, 
which could cause oscillations if not we 11 -con trolled. 

Outside of the hybrids, the remainder of the trigger sys- 
tem is implemented with standard ECL and two HP LSI 
counter chips. Programming data is handled serially to 
minimize the number of connections from the trigger sys- 
tem to other digital circuits, thus reducing the noise 
coupled from those sources. 

Oual-Path Triggering 

The basic Pattern Entered^Exiled and Edge triggering 
functions are implemented in the fast trigger path 
hardware. This is done in the multiplexer hybrid shown 
in Fig. 1. Hewlett-Packard EECL logic chips are connected 
to form an OR' AND gate that can selectively sum any com* 
bi nation of the four trigger signals from the front -end com- 
parators- 

The more complex functions of the HP 54100D, however, 
are not implemented with EECL because the quantity of 
logic required is prohibitive. Used instead are SSI and MSI 
functions from the lOKH ECL family. While being respect- 
ably fast, \vith 1-ns typical propagation delays, the lOKH 
logic is not capable of the speeds of EECL. so it could not 
be used between the comparators and the trigger flip-flop 
hybrid without sacrificing performance* 

To resolve this dilemma, the logic for Ihe complex func- 
tions is Implemented in a path parallel to the fast hardware 
so as not to impede the latter "s performance. This is ac- 
complished by carefully tapping the four trigger clock sig- 
nals without degrading the fidelity of their transmission 
to the trigger flip-flop. The lOKH logic operates on the 
tapped-off signals and generates a single output, OOUT, 
which goes to the D input of the fast fiip-flop. Here the 
slower path interfaces hack into Ihe fast one. The lOKH 
logic can enable and disable the fast path, in real time, to 
select which edges from the multiplexer hybrid will be 
recognized. Thus, the complex trigger logic uses the same 
trigger signal as do the basic functions, but selects only 
certain transitions to generate triggers as determined by 
the active mode. Because the processing is done in parallel 
and path interfacing is carefully conlrolled, the full dynamic 
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performance of the fast hard ware is preserved. Not only is 
nothing lost, but as will be seen laterp the sophisticated 
features can take advantage of the performance of the fast 
hardware, and signal-to-trigger delay is consistent between 
modes. This is because the signal that Is used to generate 
triggers always comes through the same path regardless of 
the mode that is active. 

Fig. 3 [page 27] is a block diagram of the complex trigger 
hardware. The four buffered signals from the multiplexer 
hybrid are sent to two ECL OR'AND gates that can be inde- 
pendently programmed to pass any of the four clock signals 
or a logical product of them that constLtutes a pattern signal, 
One gate produces the signal TCLK. which is always pro- 
grammed to be the same as the signal passed to the last 
trigger flip-flop. The other OR/ AND gate produces a signal 
called QCLK, which is independent of TCLK. TCLK and QCLK 
can then be routed under microprocessor control to various 
hardware resources that can be interconnected in different 
w^ays to produce the function required by the chosen trigger 
mode. These hardware resources include a 29-bit counter 
with a 150-MHz clock rate and 5-ns reload time, a 100-MHz 
delay-line-type startable oscillator, and a 5-ns pulse-re- 
sponse trigger circuit, hi general, QCLK is the signal that 
must occur before TCLK is processed, and TCLK is logically 
the same as the signal used to trigger the oscilloscope. 

The key to offering a variety of triggering functions with 
this hardw^are set is its configurability^ A control register, 
serially programmed by the microprocessor, interfaces to 
the hardware blocks to connect them together as called for 
by the user-selected trigger mode- The most straightforward 
example of this is State mode, in which the triggering sys- 
tem is equivalent to the block diagram shown in Fig. 4. 
Slate mode allows the user to define one input as the edge 
or clock source and then define a parallel pattern across 
the remaining three inputs. The oscilloscope will trigger 
on the edge of the clock source, but ordy if the parallel 



pattern (state) is simultaneously true or false as desired. 
To implement this, the fast-path hardware is programmed 
to pass only tbe signal originating from the selected clock 
source. QCLK is then programmed to generate the pattern 
and is routed directly to the D input on the trigger flip-flop. 
Thus, triggers occur in response to the input selected as 
the clock, but only when QCLK, and hence the pattern, is 
true. 

Time Qualification 

The HP 541 00 D provides the ability to qualify triggers 
based on the time duration of a parallel pattern. In this 
case, the trigger can be set to occur on the true-to-false 
transitions of a pattern, bul only if the pattern has been 
true for less than, or greater than, a programmed filter time. 
For a pattern defined over one channel, say Chan 1 - High, 
this function triggers on pulses qualified by their width. 
This is a feature found on many logic analyzers, but in the 
HP 541 OOD a different approach was taken to the design 
of the filter timer. Filter time accuracy and resolution are 
much improved over those of logic analyzers and, most 
important, recovery time is significantly reduced. 

Fig, 5 shows a block diagram of the triggering system in 
Pattern Present < mode, which triggers on pattern dura- 
tions shorter than the filter time. The user-defined pattern 
is generated at TCLK, which simultaneously goes to the 
trigger flip-flop through the fast hardware and to the com- 
plex trigger logic. The logic in this mode is configured as 
a timer. The signal being timed, TCLK, drives a startable 
oscillator that is used to clock an ECL counter. The counter 
output is routed to the D input of the fast trigger flip-flop, 
which is programmed to respond to negative edges (pattern 
exit edges) at TCLK. To follow the operation of this circuit, 
assume that the pattern is false, so TCLK is low. This low 
level forces the oscillator to reinitialize asynchronously, 
and also resets the counter, sending its output high. The 
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timer is now in its iaitialized state, a wailing a low-to-high 
transition at TCLK. When TCLKgoes high, the oscillator starts 
sending the counter 3 100-MHz square- wave clock that is 
synchronized to the input transition. When the counter 
overflows, the D input of the trigger circuit goes low and 
disarms the trigger flip-flop. The D input is initially high, 
but since the flip-flop is set to respond lo negative edges, 
the first positive transition w4U not generate a trigger. The 
next negative transition will, however, hut only if the timer 
has not yet run out. In this way. pulses at TCLK, which 
represent pattern-true durations, generate triggers only if 
they are shorter than the delay from TCLK to DOUT. This 
delay is varied by loading different values into the counter. 
Hence the circuit is a digitally programmable pulse width 
filter. 

This timer scheme has severaJ advantages. Before the 
occurrence of a pulses the D input to the trigger flip-flop 
is high. This means that the minimum pulse width that 
can be recognized is limited not by the speed of the slotver 
ECL logic, but only by the speed of the EECL logic in the 
fast path. So in the Pattern Present < mode, the pulse 
response is as good as in Edge mode, which is better than 
1 ns. A second advantage is that the decision as to whether 
a pulse is short enough is made at the fast trigger flip-flop^ 
so this device's coincidence-resolving ability is used to 
prevent jitter on pulses with widths close to the filter time. 
Other advantages include S-ns resolution on the filter time 
setting and low timing jitter since the oscillator is syn- 
chroniseed to input transitions. Varying the counter load 
value provides lO-ns steps on the timer setting* and invert- 
ing the oscillator output under microprocessor control in- 
creases the resolution to one half the period, or 5 ns. 

Pattern Present > mode is identical lo the less-than mode 
except that the counter output is in%^erted before it is sent 
to the D input of the fast trigger flip-flop. With this adjust- 
ment the trailing edge of a TCLK pulse is recognized only 
if the width of thn pulst^ is longer than the programmed 
delay from TCLK tt; DOUT, instead of shorter. 

ReoQvery Time 

Perhaps the most significant advantage of using a start- 
able oscillator and counter combination to implement a 
timer is that a very short recovery time can be achieved. 
After the end of one pulse, the timer must be reinitialized 
in preparation for the next. Since this requires a finite 
amount of time, there is a limit to how closely two pulses 
can be separated if the second pulse is to be timed correctly. 
This timing constraint, known as recovery time, is less than 
5 ns in the HP 54100D. 

For the timer to initialize on a low transition of TCLK, 
three things must occur. First, the DOUT signal must go 
high before the next pulse occurs. Second, the oscillator 
must be reset to its nonoscillaling static state. Third, the 
counter must be reloaded with the count value. Getting 
DOUT to return high quickly is simply a matter of using 
fast enough logic, and the type of startable osciilator used 
inherently resets quickly. Referring to Fig, 5> the oscillator 
consists of a two-input NOR gate witb a delay line wrapped 
around from output lo inpuC The line is sitnply a long 
series-terminated printed circuit board slripline, and the 
variable capacitor is used to set the frequency of oscillation* 



The other input lo the isKW gate Is the control input for the 

oscillator. 

A high 'to- low transition at this point sends an edge 
through the NOR gate, which propagates around the loop 
at a lOO-MHz rate. When the control input goes high, the 
NOR gate output is forced low. When this transition arrives 
at the other input to the gate, the oscillator is reinitialized. 
Thus, it takes an amount of time equal to the loop delay 
(only 5 ns in this circuit) lo reset the oscillator and make 
it ready for the next pulse. It may seem necessary to wait 
for reflections from the capacitor load to settle out before 
restarting the oscillator, but because the line is terminated 
at one end, these reflections are absorbed. Also* they do 
not interfere with the oscillating mode should the oscillator 
be restarted soon after initialization, because the reflections 
and the normal transitions are propagating in opposite di- 
rections* Second-order effects, such as a slight impedance 
mismatch at the terminated end and nonlinear gate output 
impedance, can enhance the effect of reflections, but these 
were found to be insignificant for the purposes at hand. 

Fast-Reloading Counter 

With an oscillator that resets in 5 ns, a counter that re- 
loads in t) ns or less is needed if it is not to limit recover>' 
time. Fig. 6 shows a simplified block diagram of this count- 
er. It is 29 bits wide, can be clocked at 150 MHz, and 
reloads in about 4 ns. Because of the number of bits in the 
counter, clocking and reloading it in parallel was not prac- 
tical. Instead, the counter is constructed as three cascaded 
stages: a divide-by-two prescaler» a 4 -bit mid counter ^ and 
a 24-bit long counter. The prescaler clocks the mid counter, 
and the long counter counts the most significant bit of the 
mid counter. 
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Fig. S. Block diagram of the HP 54100AD tnggenng system 
m Time-Defay mode. The startable osailator and counter are 
configured as a timer that is started by a tngger arcuit Thts 
allows time to be counted from an edge at OClM before armmg 
the fast trigger flip-flop. 
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Only the front-end prescaler has to operate at the full 
150-MHz repetition ralen The mid counter operates at half 
this rate, and the long counter at 1/32 of this rate. In this 
way- successively slower logic can be used for the upper 
stages and the amount of logic that has to work at 150 MHz 
is minimal The prescaler is implemented with a few 10KH 
SSI logic function Sf the mid counter with a IGKH up-count- 
er, and the long counter with an HP LSI ripple-down 
counter chip. 

To achieve the 4-ns reload time, the counter is not only 
clocked, but also loaded in a ripple fashion. Some additional 
logic is included in the two earlier stages to generate ini- 
tialization signals for the later stages, but this occurs only 
the first time through a counting operation. During the first 
few clocks of a count cycle, the prescaler keeps track of 
the edges, and at the same lime causes the mid counter to 
be initialized. By the time the prescaler needs to generate 
a carry, the mid counter is ready to accept it. Similarly, 
the first time through its sequence, the mid counter in- 
itializes and loads the long counter, which is ready by the 
tinie the mid counter generates a carry. All it takes, then, 
to reload the entire counter is to take the prescaler back to 
its initial state, which is done by setting the output and 
restart flip-flops shown in Fig. 6. Hence the reload time 
for the counter is determined by the amount of time needed 
to set a pair of flip-flops and wait for their outputs to prop- 
agate through any adjacent logic. The counting operation 
then proceeds correctly, since regardless of the state of the 
rest of the logic, the counter is in its initial state when 
these two flip-flops are set. For smaller load values, the 
counting cycle is not long enough for all of this initializa- 
tion to take place. In this case, parts of the counter are 
turned off through bits in the control register, which also 
holds the load value. When the load value is less than 37, 
the long counter is turned off and values less than 5 result 
in the mid counter's being turned off also. 

Fig. 7 shows the trace of a signal consisting of a glitch 
occurring within a complex data stream. The oscilloscope 
is set to trigger on pulses less than 10 ns wide. This signal 
demonstrates both the excellent pulse response in this 
mode and the short recovery time. The trigger system sol- 
idly locks onto the glitch that is only 1 ns wide and rejects 
all longer pulses, including the one that occurs only 5 ns 
later. 

Delayed Triggering 

The two delayed modes of triggering offered in the HP 
54100D are similar to those found on some dual-time-base 
oscilloscopes. One mode, called Time-Delay, delays the 
arming of the trigger for a period of time that starts with 
the occurrence of some qualifying event at another input, 
Event-Delay mode is similar, but instead of delayed by 
time, the trigger is delayed by signal events. With the 
hardware that is already needed for the State mode and 
time qualification, and the addition of a trigger circuit, it 
is straightforward to implement these delayed modes. Fig. 
8 shows the block diagram of the trigger system in Time- 
Delay mode. Fig. 9 shows the same for the Event- Delay 
mode. 

In Time-Delay mode, the counter and oscillator are con- 
nected to implement a timer. However, instead of being 



driven by TCLK, the timer is driven by the IriggEjr circuit, 
which is driven by QCLK. QCLK is programmed to pass the 
signal from the input the user specifies as the qualifying 
source and the fast hardware is programmed to pass the 
input selected as the trigger source. When an edge occurs 
at QCLK, the trigger circuit latches and starts the timer by 
releasing the startable oscillator. When the counter clocks 
out, DOUT is sent high and the trigger flip-flop is armed to 
trigger on the next edge coming through the fast hardw^are. 
When that edge occurs, a trigger is generated and the hold- 
off signal (HOLDOFF] pulses high. This re,'>ets the trigger 
circuit and tlie timer to repeat the cycle. The trigger circuit 
is similar to the fast trigger flip-flop, but is implemented 
with lOKH logic. Two flip-flops are connected in series 
with the clock of the second delayed. This arrangement 
filters out transients that might occur should QCLK and 
HOLDOFF transitions occur simultaneously, thus providing 
a timer-start signal well synchronized to QCLK. 

The Event-Delay mode configuration is similar to Time- 
Delay except that the counter is driven by TCLK instead of 
the startable oscillator, and the trigger circuit consists of a 
single flip-flop. After an edge at QCLK, the count-start flip- 
flop latches. This releases the counter to begin counting 
TCLK edges. The counter sends DOUT high to arm the fast 
trigger on the sec ond4o- last edge at TCLK so the fast trigger 
flip-flop counts the last event and generates a trigger. In 
this wtiVt the actual trigger is always generated through the 
fast hardware, which results in consistent signaUto-trigger 
delay between modes. When the trigger occurs, HOLDOFF 
goes high and resets the circuit in preparation for another 
cycle. 

If the counter is released near the time it receives a clock, 
it is possible that it can go to some incorrect state because 
of the ambiguous Inputs. To Hvold this, the counter has 
been designed such that the difference between Its initial 
state and the next state involves only one flip-flop, In this 
way, the counter can go only one of two w^ays: either it 
recognizes the first edge, or it ignores it. Either way is valid. 
If the first state transition depended on the action of several 
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Oip-flops* there would be no guarantee tlial they would all 
resolve the coincidence in the same way. This could result 
in a jump to an incorrect state, which could disrupt the 
counting sequence and make operation seem erratic. 



1 -GHz Digitizing Oscilloscope Uses Thick- 
Film Hybrid Technology 



by Derek E, Toeppen 



HYBRID MANUFACTURING TECHNOLOGY is widely 
used for high-frequency and microwave circuitr\^ 
because of its ability to provide low-parasitic con- 
nections to devices and controlled-impedance connections 
between devices. Typically, the devices found on the hy- 
brids are discrete rather than integrated because the com- 
ponents (step-reco%^ery diodes, high-frequency pnp transis- 
tors, etc.] or the circuit structures (delay lines, inductors, 
etc.] do not lend themselves to integration. In the case of 
microwave circuitry, thin-film technology has been the usual 
choice because of its ver\' controlled geometries. The draw- 
back to using thin-film hybrids bas always been the cost. 
When the designers of the HP 54100 A/D Digitizing Oscillo- 
scope started looking at technologies for man ufat;tij ring their 
t -GHz-bandwidth circuitry, they were interested in hybrids 



for all the reasons just mentioned. However, because of the 
reiali%'ely low frequency of the circuits, the need for a wide 
range of resistor values required by the broadband nature of 
the circuitry, and the promise of lower cost, they became 
interested in using thick-film hybrid technologies. 

Early investigation confirmed that the HP 54100A/D hy- 
brids could be built using thick-film technology with the 
development of some new processes and some improvements 
of existing ones. New and Improved processes were necessary 
because the facility chosen to build the hybrids had no pre- 
vious experience building hybrids beyond 300 MHz. The 
primary goal of the process work was to allow the design 
and production of the hybrids required for tbe UP 54100A/D. 
However, a broader goal was to provide the capability to use 
thick-film hybrid technology for circuitry with bandwidlhs 




Fig. 1. The seven HP 54100 AiD 

thick 'f Km hybrid circuttB without 
hdz 



A^IL iSae HEWLETT-PACKARD JOURNAL 33 



)Copr. 1949-1998 Hewlett-Packard Co. 




Fig. 2. ^edge and stdch bonds. 



calculate theoretically. Table I shows the theoreticaJ induc- 
tance per unit length of a wire over a ground plane. Mea- 
surements indicate that over the distance of a typical wire 
bond loop these numbers are reasonably accurate. Thus, 
in modeling a hybrid assembly < the values in Table I are 
used with no compensation for the wire bond shape. In all 
models discussed in this paper it is assumed that the phys- 
ical sixe of the component being modeled is much smaller 
than the wavelength of the signal seen on it. This allows 
a lumped parameter model to be used. For circuit designs 
in the 3-to-4-GHz range, care should be taken to see that 
this condition is met. 

Beam Lead Bonding 

A beam lead device is an unpackaged monolithic device 
with small leads extending directly from the device surface 
(Fig, 3). Such devices can be mounted flal on a substrate 
with the leads bonded directly to the substrate's conduc- 
tors. The result is a short and low-inductance connection 
between the device and the hybrid, A thermosonic bonding 
technique, using a modified wire bonder, was developed 
for bonding the beam lead diodes in the HP 54100A;T) 
hybrids. 

Models for beam lead devices supplied by device man- 
uCacturers usually include lead inductance, so it was un- 
necessary to measure this parameter. 

Printed-Through Holes 

One critical requirement for the successful use of any 
thick-film technology is the ability of the technology to 



into the 3-to-4-GHz range. An integral part of this goal was 
the desire to provide circuit models for thick-film compo- 
nents and assembly techniques. Such capability would allow 
a designer to reduce hybrid development time and cost by 
permitting a complete and afjcurate evaluation of a hybrid's 
performance before one is ever built. 

Seven hybrids were designed and are in production using 
the new processes: a l-GHz preamplifier, a 3-GHz sampler, 
a 1-GHz probe receiver, a 300-MHz probe receiver, and three 
trigger hybrids making up a 500-MHz trigger system (Fig. 1). 

Wedge Bonding 

The wedge bond (Fig. 2] has been the most commonly used 
wire bonding technique for microwave hybrids. It is attractive 
for two reasons, first for its ability to bond to the small pads 
on microwave devices, and second for the direct path the 
wire takes to the substrate surface. The short path means a 
reduction in the wire inductance. 

A further reduction in wire bond inductance can be made 
with what is called a stitch bond (Fig 2]. The stitch bond 
is a continuous wedge bond that starts on tlie substrate, 
goes to the pad on a device* then travels across the device 
and back down to the substrate surface on the other side. 
The result is two wire bonds on a single device pad. Run- 
ning the bonds in opposite directions reduces mutual cou- 
pling between the bonds, allowing nearly a factor of two 
reduction in inductance compared to a single wire bond. 

Both the single wedge bond and the stitch bond are used 
on the HP 54 100 AT) hybrids. 

The actual inductance of a wire bond loop is difficult to 




Fig» 3. Beam-fBad tfev/ce mounting. 
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Table I 



Tabla II 



Inductance of a wire bond lying flat over a ground plane 

(nH/mm) 



Substrate tliickiiess 
[mm] 



Wire bond 
diameter i^rn] 



25,4 



17.6 



0.635 



1.0 



1.09 



1.27 



1.18 



1.27 



Inductance of thick-fiim printed-through holes 
{dH) 







Substrate thickness 
[mm) 

0.635 1.016 


Hole 


0.381 


0.148 


0.262 


diameter f mm) 


0.508 


0.114 


0.206 



provide a low- inductance path from anywhere on the sub- 
strate to ground. To ensure this, a process to coat holes in 
the substrate with a standard thick- film conductor was de- 
veloped (Fig. 4), This provides the shortest possible path 
to the substrate ground plane. 

The inductance of the printed-through holes was deter- 
mined experimentally. The values are shown in Table U. 

Reduced Thick-Film Resistor Geometry 

A second critical requirement for the use of thick-film 
technology Is the ability to minimize thick-film resistor 
geometries to reduce resistor parasitics. The reduction was 
achieved in two ways. First, work was done on the resistor 
printing and trimming processes. This allowed the 




minimum resistor dimension specification to be reduced 
to 0.508 mm on a ±1% trimmed resistor and 0.254 mm on 
a ±30% untrimmed resistor. The untrimmed resistor is 
widely used for series damping where tolerance is not im- 
portant, but where low parasitics are crlticaL For a i!il% 
soil resistor, this first step brought about a 33% reduction 
in resistor area. Second, new resistor paste values were 
provided for designing resistors. This means a narrower 
range of resistor aspect ratios is required to make resistors. 
The result is an additional 53% reduction in the area of a 
son resistor. 

The model for thick-film resistor parasitic inductance 
and capacitance is probably the most interesting result of 
the modeHng effort because of its simplicity {Fig. 5]. The 
parasitics are calculated by simply thinking of the physical 
resistor as a length of lossy stripline. Using stripline equa- 
tions^ and the geometry of the resistor, the characteristic 
impedance , wave velocity, and inductance and capacitance 
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Fig. 4. Pffnted-through hate. 



Rg, 5, ThB thick' ftim resfstor R in (a) can bs considered to 
be a length t of stnpime of width vv to calculate its parasitic 
inductance i and capaatance C. (b) sho^s a simple model 
of the resistor, and (c) shows an expanded model for higher- 
frequency analysis. 
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per unit length can be calculated. The Inductance, capaci- 
tance, and resistance are then used to create a lumped 
parameter model of the resistor. The typical resistor model 
used for the HP 54100A/D hybrids is shown in Fig. 5b. If 
the circuit analysis is to extend into the several-GHz range 
the model can be expanded as shown in Fig. 5c. Note that 
the model shown in Fig. 5 does not include the capacitaiice 
of I he resistor terminations, 

StHplines 

One of tlie essential features of the hybrid technology is 
the ability to produce controUed-impedance lines. There- 
fore, an effort was made to evaluate and improve the print 
resolution and quahty of Ihick-film conductors. This effort 
was not so much to make a quantitative impro%'ement in 
the specified print resolution but rather to improve print 
yield. The conductor width resolution specification is 
^0.0254 mm. This provides a 50O line with itO.25% toler- 
ance on a 1.016-mm-thick substrate and ±2% tolerance on 
a 0.63 5 -mm substrate. 

An accurate set of equations for stripline calculations 
has been published by H. A. Wheelerv" These equations 
have been programmed for tlie HP-41C Calculator by L. 
Mar and M. VV. Gunn.^ The stripline equtitions also proved 
useful in determining the parasitics of conductor runs, 
other than intentional cont rolled-impedance lines, and 
conductor areas such as resistor terminations. Values ob- 
tained from these equations were used to model resistor 
terminations and lo place intentional parasitics for tuning 
a circuit's response. Response tuning was used widely in 
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Fig. 6. (a) Photo showing response tuning of tiie trigger hy- 
brid (b) Equivafmt circuit. 



Fig* 7, Cross section of hybnd circuit pacHage assembly . 

the HP 54100A/D trigger hybrids to compensate for the input 
capacitance of the digital integrated circuits. Fig. 6a is a 
photograph of the compensation on one such hybrid. The 
equivalent circuit is shown in Fig. 6b. Rl is the untrimmed 
series damping resistor mentioned earlier. 

Packaging Process 

The typical microwave package is a machined metal cav- 
ity with coaxial connectors in the walls for high-frequency 
connections and pins for dc connections. In keeping with 
the desire to hold down hybrid cost, a number of alternative 
packages were investigated for the HP 54100A/D hybrids. 
A stamped metal package with horizontal pins out the cav- 
ity walls was ultimately chosen (Fig. 7). This package pro- 
vides relatively low cost, easy hybrid mounting, an easy 
high-frequency interface, and metal construction for ther- 
mal concerns and noise protection. The hybrids are 
mounted in the package using conductive epoxy. The hori- 
zontal package pins are connected lo the substrate using 
standard ball wire bonds » and the lid is sealed using a 
conductive epoxy preform. 

Two things were done so that the horizontal pin interface 
would provide the required <5% reflection with a 300-ps- 
rise-time signal. First, the dielectric constant of the glass 
holding the pin in the package wall w^as specified so that 
the pin in the wall has close to a 5011 impedance. Second, 
capacitance is added on either side of the package wall to 
compensate for high pin inductance outside the wall. The 
extra capacitance on the hybrid side is created using three 
wire bonds to connect pins to the substrate (instead of just 
one) and by adding a small area of thick-film conductor 
where the bonds connect to the substrate. 
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A Modular Power Supply 

by Jimmie D. Feips 



THE POWER SUPPLY for the HP 5410OA/D Digitizing 
Oscilloscope is divided into three different modules 
(Fig. 1|. 
The priman^ assembly converts the input ac voltage to 

a dc vollage thai is distributed to two dc-to-dc converters: 
the digital power supply and the analog power supply. 
These are switching mode power supplies using pulse 
width modulation IPVVMJ techniques at a frequency of 
about 70 kHz. Each power supply assembly is a plug-in 
card that plugs directly into a motherboard. The primar>^ 
assembly mounts directly to the HP 54100A/D chassis. Tw'o 
three- wire cables between the primary* assembly and the 
digital and analog power supplies are the only chassis wir- 
ing required. Instrument cooling is accomplished by a 
single fan that varies in speed with the ambient tempera* 
ture. The fan drive circuitry is located on the analog power 
supply. Each of the three modules can be tested and ser- 
viced ijidividually. 

Operation 

rhe primary assembly rectifies and filters the input ac 
voltage. VVheii the voltage select switch is in the 230V 
position, the ac input is rectified to yield -300 Vdc, The 
ac input is doubled in the n5V position to yield the same 
dc voltage. 

The primary assembly has surge protection circuitry that 
protects against ac line voltage transients and inrush cur- 
rent. OvervoltagE? crowbar devices throw the circuit breaker 
for sustained overvoliage conditions (e.g.. 230Vac line volt- 
age when in the 115V position). The main EMI filter is 
located in the dc current path to reduce component size 
and increase the effectiveness of the filter. The PWM con- 
trol circuitry on each dc-to-dc converter is powered by 
bleeder resistors across the bulk energy storage capacitors. 

The digital power supply [Fig. 2) has two output voltages, 
+ 5V and ^5.2V. and can deliver ISA on cither or both 
outputs, A single-ended ffjrward converter topology was 
chosen for both of the dc-to-dc converters because of its 
simplicity, reliability, and performance at power levels 
under 200 watts. Fostregulators provide voltage regulation 
for both output.s. Voltage regulation and current limiting 
are accomplished by V-J loop control of the PWM IC. Fault 
conditions use the shutdown line to latch the PWM IC in 




Fig. 1. Basic power supply block diagram 



the off position. Line isolation is accomplished via op* 

loisolators and the main power transfonner in the power 
stage. 

An efficiency of >70% is achieved at full load by differ- 
entially regulating the outputs as showm in Fig, 3 [the out- 
puts are regulated to a differential voltage of 10.2 volts 
while ignoring the voltage of each with respect to digital 
ground! ^ind allowing only one postregulator to be in a 
linear mode (regulating) at a time. Load conditions can be 
such that both postregulators are saturated, but usually the 
lightly loaded output has its regulator in a linear mode of 
operation. A more detailed description of the voltage reg- 
ulation is given later in this article. 

Transformer-Coupled Series Regulators 

High-efficiency transformer-c:oupled series regulators are 
used as postreguIatorsJ Since both postregulators function 
in exactly the same manner, only the +5V postregulator 
(Fig. 4) will be discussed. 

A conventional three- terminal linear regulator has a 
dropout voltage [minimum Vj^^ - V^u, required for regula- 
tion) of -2,5V. The output current passes through the pass 
transistor in the regulator, resulting in a significant power loss 
in high-current low-voltage outputs. In the HP 54100A/D 
powder supply, tlie postregulators are inserted in the ac por- 
tion of the secondary so transformers can be used to over- 
come some of the deficiencies of conventional regulators. 

Notice in Fig, 4 that the +5V output circuitry looks like 
a typical single-ended forward converter output except that 
T2 has been inserted. Capacitor Cl is required to block dc 
from the T2 secondary. Bridge reclifierCRl converts the 
ac (bidiractionall current from T2 to a dc (unidirectional) 
current for the pass transistor QT A turns ratio of 50:1 was 
chosen forT2 because it alUnvs Ql to operate at one fiftieth 
of the output current and the effective pass voltage is one 
fiftieth of the voltage I hai appears across Ql. When regulate 
ing, the puJse from power transformer Tl is bucked by the 
regulator, reducing the output level during the charge por- 
tion of the cycle, i,j,^. and the flywheel clamp voltage is 
boosted by the regulator during the flywheel portion of the 
cycle, tj]^, (Fig. 5). The resull is a level shifting of the 
waveform at point A by a voltage equal to V,^^ where V^^g 
= Vy^/SO. When Ql is saturated, V,^^ <0.lV. To prevent 
excessive voltage on Ql . VRl sets the limit to 75V. This 
results in a maximum value of t.5V for V^.^^. The output 
filter inductor Ll was chosen to be a coupled inductor to 
improve the cross regulation of the outputs,^ Ll also limits 
the amount of peak detection that occurs on an unloaded 
output to " 1 V because of its transformer action. Therefore, 
adequate regulation can be accomplished with a V,„j^ range 
of 0-1 to T5V: Magnetization current forT2 is supplied by 
bleeder resistor Rl so that regidation occurs for to 100% 
load variations. 

Refer to Fig, 2 to see how the outputs are balanced relative 
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to digital ground to give the desired output voltages ( + 5,0V 
and —5.2V]. The balance ainplifier A5 compares the two 
outputs to digital grouod to determine which output volt- 
age is too high. [Only one output can attempt to go too 
high because the differential control loop, which is the fast 
control loop, maintains a 10.2V output differential.) The 
output voltage of A5 then increases or decreases to the 
threshold voltage ( + 2.2V for the +5V regulator or +2.5V 
for the - 5.2 V regulator) of the error amplifier whose out put 
is too high. That regulator then becomes linear and brings 
the high output back within Umits. The gain of A5 is such 
that when the -f 5V output is —7 mV high, the +5V reg- 
ulator comes out of saturation and the -5.2V output will 
be ^7 mV low. The opposite condition occurs when the 
-5.2V output goes ~7 mV high. 



The worst-case power dissipation for either pass transis- 
tor for all combinations of loads was found to be 4 watts. 

Analog Power Supply 

The priniary circuitry of the analog power supply is iden- 
tical to that of the digital power supply. The secondary 
circuitry differs in that there are no postregulators. The 
+ 18.5V output is regulated via the V-! loop, and the three 
other outputs are "tag alt>ng ' outputs. Cross regulation is 
improved by the use of a cou(>led inductor in the output 
filler. Local three -terminal regulators are located in the 
system to provide circuit isolation. 

PWMIC 

A semicustom PWM IC was designed to be operated on 
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Fig. 3, Poise width modulation (PWM) voltage control 

the primary side of the power line. This IC is used in both 
the digital power supply and the analog power supply, A 
feature set that could not be found in an off-lhe-shelf IC 
and was deemed necessary was: 
M Feedforward capability 

■ Undervoltage sensing with hysteresis (V^^it ^^^1 ^rjini) 
m Overvoltage sensing [V|,uik) 

■ Low power (programmable) 

■ MOSFET drive output 
» Demagnetization 

■ Dual-threshold current limit (cycle-by -cycle and hiccup 
mode) 
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■ Overvoltage and overt emperature latch 

a Internal Zener diode (for current -fed applicationsj. 
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Program Helps Teach Digital Microwave 
Radio Fundamentals 

The student is able to observe a model communications 
system and see the results of noise, fading, and 
nonlinearities. 

by Christen K. Pedersen 



I-Q TUTOR is a computer program designed to teach the 
fundamentals of digital niicrowave radio to people from 
e wide variety of technical backgrounds. 1-Q Tutor 
(HP 11736A) teaches fundamentals hy modeling a digital 
radio. Displays are used to make the program more intui- 
tive » and digital signal processing methods are used to 
model the digital radio signals and typical degradations 
like noise and multipath fades. 

The I'Q Tutor computer program is graphically intensive 
and interactive. Instead of using a sequential teaching struc- 
ture, I*Q Tutor acts as a real-time digital microwave radio 



simulator, allovv^ing the student to work at a comfortable 
rate and learn by observing. Working tfirough the introduc- 
tion and laboratory experiments contained in the accom- 
panying manual, users can learn about digital microwave 
radio by watching a simulated system in operation. 

To see the signals of the modeled digital microwave 
radio, the user positions a ''probe pointer'' with the com- 
puter's right and left cursor keys while looking at a system 
overview page (Fig. 1). This selects (die point in the system 
block diagram where the signals will be *'probed." Then a 
down cursor key activates the instrument displays avail- 
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Fig. 1 . This system overview screen shows the workbench struciure of the hQ Tutor computer 

program. The digital radio system ts represented by the block diagram at the top with the 

signal dispiays and faboratory notebook pages betow. 



40 HEWLETT-PACKARD JOURNAL APRIL 1986 



)Copr. 1949-1998 Hewlett-Packard Co. 



able at that point in the system. Drawings of the signals on 
the screen give a sense of reality to the prograni, making 
it feel more like a real system than a model. In addition to 
the instrument displays, there are also '*Jab notebook 
pages" containing descriptions of the block diagram ele* 
ments and the displays. By simulating the complex signals 
of a real digital miciowave radio, it is hoped that many of 
the intuitive Eeaps that normally come horn working on 
real equipment in the lab might be achieved in the com- 
puter-aided instruction. 

In addition to being highly visual, the i»Q Tutor program 
is easy to use. One of the significant contributions of the 
computer program is that it doesn't require any previous 
knowledge to use it. In fact, someone entirely unfamiliar 
with electronics and communications can operate it and 
still learn something. 

Graphic Display Techniques 

Part of 1*Q Tutor's user friendliness comes from its em- 
phasis on visual displays. Since the primary difference 
between analog and digital microwave communication is 
in the modulation schemes used, it was considered impor- 
tant that the program be able to communicate these differ- 
ences and. if possible, show them. To do this, the signals 
of digital microwave radios had to be represented in an 
easy-to-understand way. 

To provide a point of reference^ traditional spectrum 
analyzer and oscilloscope instrument displays are 
mimicked [Fig. 2], The oscilloscope displays plot the time- 
domain data arrays in a linear horizonta! fashion, and the 
spectrum displays plot the data obtained with the PFT (fast 
Fourier transform) on a log scale. These show the baseband 
modulating signals, their frequency spectra, the frequency 
translation processes, and thn noisy baseband signals at 
the receiver. These are the displays that the engineer or 
technician familiar with traditional microwave communi- 
cations is used to, so they serve as a point of reference. 

Unfortunately, none of these dispiays (jompletely shows 
the digitally modulated signals of digital microwave radio 
systems. To display digital microw^ave radio signals in a 



meaningful way. those who work with digital microwave 
radios commonly use high*band width X-Y oscilloscopes 
with the in-phase and quadrature {1 and Q) channels of 
their radios displayed on the X and Y axes, respectively. 
When displayed like this, the phase, amplitude, and I and 
Q components can all be seen easily. 

However, this is not the only way that digital microwave 
radio people look at their signals. Another standard way 
of looking at digital microwave radio signals is the eye 
diagram (Fig. 3). With one or two clock periods of 1 or Q 
shown on an oscilloscope, the eye diagram is formed by 
successive traces displayed because of the CRT's persis- 
tence- Of course* the scope must be triggered with the data 
clock for this display to have any meaning. The eye diagram 
is valuable because it show^s how the data is represented 
by the signal displayed. Ideally, at the widest opening of 
the "eyes" there are only distinct levels representing the 
data levels to be transmitted or received. Degradations like 
noise on the signal cause the display trace to spread out, 
making the eye opening seem to close. A partially closed 
diagram indicates that the signal will be more difficult to 
detect and interpret correctly. 

The eye diagram and Q-vs-I methods of displaying digital 
microwave radio signals are much more related than their 
methods of generation might indicate, in reaiitVt there are 
three variables^ all interrelated, that are important to under- 
standing the signals in digital microwa%^e radio: they are I, 
Q, and time. Since mastering this concept represents a 
significant level of understanding about how digital micro- 
wave radio systems work, it was considered important that 
the program make this accessible to the user. 

To display the L Q. and time signals in their eye and 
Q-vs-I orientations w^hile still allowing the interaction be- 
twnon all three parameters, a technique called a vector 
display was developed. Since there are three parameters 
associated with the signals and only two dimensions on 
the computer screen, a two-dimensional projection of 
three-dimensional data is used. The projection looks like 
a view of a three-dimensional object that can be rotated in 
three axes. By performing this general transform rather than 
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just showing the eye and Q-vs-I orthogonal projections ^ it 
is possible to see the relationship of all three parameters 
and bring a subtle theoretical concept to life. The vector 
display allows the user to select the orientation of the L 
Q. and lime axes to view the Q-vs-I and eye diagrams as 
well as other arbitrary projections of the three orthogonai 
axes (see Fig. 3). 

With the vector display, it is also possible to look at the 
1-Q signal states just at I lie clock ins I an I on the vector 
display. This is the time in the ckita cycle when the signal 
should be representative of a valid data state. When ob- 
served with the time axis going into the screen, the digital 
microwave radio signal sampled at the clock instant should 
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Fig. 3. tn the field of digitat micmwaye radio, the capabilities 
of norma! measurement devices are often augmented to help 
understand the compiete significance of digital mtcrowave 
radio sigrjais. The simplest of these displays is the eye dia- 
gram By triggering an oscilloscope with the data clock and 
displaying either ttje I or Q baseband signals versus time, 
several data sequences can he seen at once with their valid 
data points appearing at the sanne horizontal position. The 
vector diagram results from displaying Q ^e^sus / and pro- 
vides a view of the phase plane of the signal. The constellation 
diagram is a vector diagram without the transitions between 
symbol states. Finally, it is possible to display I, 0, and time 
as a three-dimensional figure. All of these techniques provtde 
insightful views of otherwise meaningless signals, and for that 
reason the l*Q Tutor program /s capable of all of them. 



consist of points at each of the transmission states for the 
modulation format chosen. This display's dot structure led 
to its being called a constellation diagram. The constella- 
tion diagram is vahiable in observing the effects of various 
degradations on the system. 

Representing the Digital Microwave Radio Sfgnal 

A11h<Hj(^h lh(^ graphic displays of I-Q Tutor show a great 
deal of in format ion ^ they would be pointless if the si finals 
they show were not realistic. To obtain representative infor- 
mation, the I*Q Tutor program relies heavily on signal pro- 
cessinj^ techniques to create data for the displays by 
mathematically modeling a real digital microwave radio. 
The program can be used to model an ideal system with 
any ojie of many filters or it can show more realistic signals 
w^ith the addition of noise and some pertinent degradations, 
such as multipath fade and high-power-amphfier non- 
linearities. To understand the modeling techniques, it is 
important to know a little about how^ digital microwave 
radios transmit information. 

The complex signals used in digital microwave radio are 
modulated and demodulated using quadrature signals in 
1-Q modulators and demodulators. As show^n in Pig. 4^ the 
modulator and demodidator have two input and output 
signals: the I. or in-phase, and the Q, or quadrature-phase, 
signals. In the modulation process, the I and Q signals 
general e complex modulations in I he I-Q plane. The prod- 
uct of this modulation process is a signal that is modulated 
in both phase and amplitude, an unusual concept to those 
accustomed to only amplitude or frequency modulation. 
One consequence of ibis process is that a complex array 
is required to represent the modulating and demodulated 
signals of the radio. The I'Q Tutor program models the 
baseband signals of the digital microwave radio using com- 
plex arrays made up of real and imaginary parts to represent 
the I and Q components. This data structure is also conve- 
nient for simulating some of the degradations, since com- 
plex FFTs are relatively common and greatly simplify the 
modeling algorithms. 

The frequency spectra ol>lained with the FFT are instru- 
mental in understanding the effects of filters and the addi- 
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Fig. 4. Dtgital microwave radios differ from traditional micro- 
wave radios primarily In the way that they modulate informa- 
tion onto the radio signal. The quadrature or 1-Q modulation 
process common to most digital microwave radios ts fllus- 
trated above, By selectively adding predetermined levels of 
quadrature and in-phase local oscillator components, the 
modulator can produce any phase or amplitude of the carrier. 
The specific set of I and driving voltages that are used at 
the modulator's input determines the modulation type and 
information transmitted by the radio. 
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tion of noise. With a five-sample-per-c lock* period resolu- 
tion, the mmn lobe and one and a half sidelobes are visible 
in the frequency displays. The frequency spectra make 
many of the fundamental degradations of digital microwave 
radio clearly visible. For example, the noise Ooor added 
during iransmissiou can be seen, as well as subtler effects 
like the regeneration of filtered sidebands when high- 
power-amplifier nonlinearities are present. 

Filtering 

Perhaps the most fundamental element of the digital mi- 
crowave radio model is the filter function. Digital signals 
ha\'e filtering requirements that are best satisfied by 
Nyquist filters. The KJ Tutor program allows the user to 
select Nyquist filters of various band widths to observ^e the 
effects they have on the system's signals. The Nyquist filter 
is defined in the frequency domain by the parametric: equa- 
tions shown in Fig, 5, The characteristic that makes Nyquist 
filters the choice for digital signal filtering is that they filter 
pulse code modulated signals without degrading the infor- 
mation levels. The filter doesnH introduce any interference 
because its step response in the lime domain has a 
maximum response at zero time and a zero response at all 
other multiples of the clock period. This response ensures 
that the ringing of the filter because of one symbol state 
will not affect the data level of any other symbols. 

The effects of various data fillers are modeled by multi- 
plying the appropriate Nyquist filter coefficients by the 
frequency spectra obtained using the FFT. When an inverse 
FFT translates the frequency spectra back to the time do- 
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mam, the resulting arrays show the effects of filtering. Since 
Biters are used at both the transmitter and the receiver of 
a digital microwave radio system, only the square root of 
the Nyquist filter's response is used when modeling I he 
transmitter or receiver. This distributed filler design en- 
sures that the back -to-back combination of transmit and 
receive filters will provide perfect data filtering and not 
introduce any distortions. The split filter also causes the 
filtered signals at the transmitter to exhibit some eye clo- 
sure or intersymbol interference, since they have only been 
filtered by half of the distributed data filter. 

The ability to change the Nyquist filter's bandwidth 
quickly and obser\'e the effect it has on the system signals 
provides a powerful teaching tooh It would be impossible 
for a real laboratory to provide the diversity of filter designs 
available here, and even if it were possible, it's unlikely 
thai the effects of the filter on the entire system crnild he 
as conveniently observed. 

Simulating Noise Degradations 

While filtering is the most critical digital microw^a^^e 
radio element, noise is the most fundamental degradation 
experienced by digital microwave radios. Indeed, much 
can be learned about how a digital microwave radio works 
in the real world by simply anatyxing how it responds to 
various signal-to-noise ratios. 

In any communication process, there is some noise pres- 
ent. The effect of nuise on the transmission integrity varies 
greatly depending on the method used to transmit informa- 
tion. In digital microwave radio, the transmission path is 
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Fig. 5, The fiilBrmg requirements of digital microwave radio are ^ery different from those of 
traditional analog systerr}s The f titers must be abie to fitter pulse code modutated signals 
Without introducing an^ tnterterence to the symboi values The /'O Tutor program uses ideal 
NyqufSt filter transfer functions to simulate real digital microwave radio filters By selBCting 
various fiiter fQtIoft factors (a), the user can see the effects of narrow and wide filters on the 
system, as shown tn these two example eye diagrams from the program. 
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usually between two microwave toWers or between an earth 
station and a satellite. For either case, some noise will be 
introduced in the transmission process, degrading the signal. 

Since noise is one of the most fundamental degradations 
experienced by digital microwave radios, it was considered 
important that the 1«Q Tutor program model it realistically. 
Conceptually, this is not a difficult task. Noise is familiar 
to maoy people as a flat noL-se floor on a spectrum analyzer. 
To model this, a flat noise floor can be added in the fre- 
quency domain representation of the filtered baseband sig- 
nals given by the FFT. What phase should the flat noise 
floor have? 

The norideterministic nature of noise dictates that its 
frequency components should have random phase. The 
frequency spectrum obtained using the FFT is made up of 
real and imaginary components at every frequency, how- 
ever, and the calculation of real and imaginary frequency 
components with constant amplitude and random phase 
involves transcendental functions. To avoid the additional 
computation time required to calculate the real and imag- 
inary components of random-phase noise, a simplified ap- 
proach is taken. By using one of four random phases 
(0,90,180, and 270 degrees) the effects of random noise can 
be approximated without incurring the additional compu- 
tation time required by iJie transcendental functions. The 
level of the noise components to be added is calculated 
from the user-selected signal-to-noise ratio* and then the 
scaled noise vector is added to or subtracted from the real 
and imaginary frequency components of the spectrum. 

This four-phase noise model can be used because its 
time-domain equivalent is approximately correct. When 
noise is present in a digital microwave radio signal^ it 
causes a greater ambiguity in the signal. The effect of the 
noise on the signal can be seen easily in the l-Q phase 
plane. The noise is described by a Gaussian amplitude 
distribution and a linear random phase distribution. Since 
the four-phase model assigns each frequency component 
its own independent phase, the vector addition of all of 
the signals yields a random phase distribution and a good 
apjjroximation to a Gaussian amplitude distribution. The 
effects of noise shown by the program include the spreading 
of states, eye diagram closure, arid bit error rates (BERs), 
and are all very accurately modeled by the four-phase noise 
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addition (see Fig. 6), 

To verify that the addition of noise is truly representative 
of theoretical systems to the extent that it is observabte in 
the working program, many BER measurements were made 
with a variety of signal-to-noise ratios. Fig. 6 shows the 
results, which agree quite well with the theoretical curves 
for the same values. 

Although much can be learned about digital microwave 
radio signals from looking at the relatively idealistic signals 
modeled by the simple addition of noise and filtering of 
data filters, the real world is much different. Two more 
complex degradations have particularly drastic effects on 
digital microwave radio systems: multipath fades and high- 
power-amplifier nonlinearities. 

Sfmu Eating Multipath Impairments 

Muhipath fade distortions of the frequency spectrum can 
severely degrade digital microwave radio operations, so it 
is important that I'Q Tutor be able to show some of the 
distortions introduced by multipath fades. Before we dis- 
cuss the algorithm it is important to understand the causes 
of multipath fade and the effects it has on digital microwave 
radio communication integrity (see Fig. 7]. 

Multipath fades occur in real telecommunications links 
when there is more than one transmission path and the 
paths are of different lengths, Jn spite of the time spent 
making sure that microwave antennas are correctly aligned, 
some multipath fading is unavoidable. Multiple transmis- 
sion paths arise from a variety of causes, and are dependent 
on many environmental effects. The two most common 
causes of multipath fades are reflections and diffract ive 
paths. Reflections arise from the microwave signal's reflect- 
ing off objects within the path, including clouds, trees, and 
the ground. Normally transmitters and receivers are located 
to avoid reflective objects in the transmission path; how- 
ever, reflections from clouds are inevitable. Diffract ive 
paths are caused by the bending of radio waves when they 
are transmitted through the air. The amount that the trans- 
mitted signals bend during transmission is dependent on 
the refractive index of air at microwave frequencies- As 
the air heats, cools, and moves, the refractive index is con- 
stantly changing, creating a dynamic fade that has dramatic 
effects on digital microwave radio communications. 



Fig. 6, Noise is introduced to dig- 
ital microwave radio signals dur~. 
ing transmission and has a pro- 
found affect on the quality of dig- 
(t&i communications achieved. 
The effect that noise has on digital 
microwave radio signals is accu- 
ratety modeled by t*Q Tutor and 
oan be seen best in the program's 
eye and constellation diagram. 
The relationship of the P(e) (prob- 
ability of error) to the signal-to- 
noise ratio (SNR) Is well under- 
stood and often plotted as shown 
above. The hQ Tutor program's 
performance (dots) accurately 
matches the curves, tracking them 
well for large P(e). 
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Although it is tempting to try to explain mullipath fade 
in the time domain* the problem is easier to understand in 
the frequency domain. A time delay in the frequency do- 
main has a flat amplitude response, but exhibits a positive 
sloping ramp in phase. This is because for a given time 
delay, the higher-frequency components are delayed more 
in phase than the low-frequency components. The vector 
addition of the individual fr^uency components for the 
path with the short delay and the path with the longer 
delay is the frequency spectrum incident at a receiver ex- 
periencing a multipath fade^ 
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As can be seen in Fig. 7, at some frequencies I he phase 
of both signals adds constructively and at others tt adds 
destructively: This leads to a sinusoidal variation with fre- 
quency in the amplitude response of the channel seen by 
the receiver. When plotted on a log scale this response 
appears as notches in the frequency domain. The frequency 
difference between the notches is the reciprocal of the dif- 
ferential delay* and their depth is a function of the mag- 
nitude of the two paths relative to one another. 

From this description of multipath fading, a modeling 
technique follows directly. Although it is true that mul- 
tipath fades in real systems are the product of an infinite 
number of transmission paths, many of the effects of mul- 
tipath fade are represented well by the two-path modeL 
The !<} Tutor program allows the user to specify two-path 
fades in terms of three parameters: fade depth, notch posi- 
tion, and fade delay- The fade is modeled by adding a phase 
ramp to a copy of the spectrum of the transmitted signal 
before the addition of noise. This is done by first calculating 
the phase of each frequency component from its real and 
imaginary parts, then adding the appropriate phase shift. 
The real and imaginary components are then returned to 
the array. Once the phase ramp has been added to achieve 
the delay t the array is scaled to achieve the specified notch 
depth and then added to the original transmitted spectrum. 

To verify the model's accuracy, the multipath effects 
have been verified by comparison with theoretical M 
curves, which show multipath fade degradation as a func- 
tion of notch position. The close agreement found between 
the model and theoretical curves can be verified by the 
user through a lab exercise in the back of the I*Q Tutor 
manual. 
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Fig. 7. ThB three mos t prevalent transmission paths for micro- 
wave signals are iine-of Sight, diffractive. and reflective paths 
The effect that muittpie transmission paths have on the re- 
ceived digital microwave radio spectrum can be dramatic 
Since a time delay results in a phase ramp in the frequency 
spectrum, the relative delay of one path with respect to 
another means that the phase of the delayed signal is shifted 
as a function of frequency with respect to the direct signal 
When these add at the receiver, they add constructively or 
destructively depending on the specific frequency and de- 
lays ThfS results in a sinusoidal ripple in the received fre- 
quency spectrum, which when plotted on a log scale, appears 
as notches The depth of the notches is a function of the 
amplitudes of the main and delayed signals, and their separa- 
tion in the frequency domain is inversely proponional to the 
differential delay By modeling the multipath fade with a fre- 
quency dependent phase shift, hQ Tutor accurately simulates 
many of the effects of a real multipath fade 



Simulating High-Power- Amplifier Nonlinearitles 

nigh-power-amplifier nonHnearrties ^ire another major 
degradation experienced by digital microwave radio sys* 
tems- Nonlinearitles are particularly important to satellite 
systems where amplifiers have to be operated near com- 
pression to satisfy link power budget requirements. Al- 
though the algorithm is fairly straightfonvard, the followmg 
background describes why this method was chosen, and 
more important, why high-power-amplifier nonlinearitles 
are important to digital microwave radios. 

When an amplifier is operated near its compression 
point, its performance is degraded as its transfer function 
becomes more and more nonlinear. Two measures of the 
amplifier's nonlinearity are of particular value In evaluat- 
ing the effects of the nonlinearities on digital microwave 
radio signals. These are amplitude modulation ttj amplitude 
modulation conversion (AM to AM) and amplitude modula- 
tion to phase modulation conversion (AM to PM). AM to 
AM describes how the amplifier's output amplitude varies 
as a function of input amplitude. Ideally, the amplifier's 
output amplitude is directly proportional to the input amp- 
litude, but real amplifiers have limited maximum output 
amplitudes and usually behave nonlinearly before they 
reach these levels. AM to PM, on the other hand, is the 
amount of phase shift introduced in the output signal as a 
function of the input signal's amplitude. Ont:*? again* the 
ideal amplifier introduces no incremental phase shift, but 
real amplifiers often have delay characteristics that are a 
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Fig . S. The nontinear cha racteristics of high-power ampfifiers 

are highly visible on displays of digitat microwave radio signal 
states like this constellation diagram. The compression of the 
ampiflier at high amplftudes causes the outermost states to 
be drawn in The amplitude dependent phase shifts also 
cause the outermost states to be rotated. A 160AM modula- 
tion was used for this diagram because the amplitude vari- 
ations help to ex ate the nonlinear channel l*Q Tutor allows 
varying degrees of nonHneahtfes to be selected to observe 
the increase in degradation with increased amplifier drive 
levels. 

function of the input amplitude, causing greater pfiase 
sfiifts in the output with higher input amplitudes. 

The effect that these AM to AM ajid AM to PM charac- 
teristics have on digital microwave radio signals is easy to 
observe, since the signals are customarily displayed in the 
I-Q plane. Digitally modulated microwave signals that have 
been degraded by high-power-amplifiernonlinearities look 
distorted. In Fig. 8, the set of ideal 16QAM* states h shown 
with those of a 16QAM signal that has been degraded by 
hjgh-power-amplifier nonli near! ties. Notice that the outer- 
most states, the states with the greatesl amplitude, have 
been compressed in magnitude and rotated in phase while 

*16QAM Stands fof Tfi-stale quadraliife amplitude mtxJulatfon 



the inner states remain relatively unchangEJd. 

Altliough the bigh-puvver-amplifier nonlinearilies pose 
problems for digital microwave radio designers, they may 
be at least partially compensated for using predistorters 
and modulations that have smaller amplitude variations. 

Modeling the nonlinear elements of the high-power 
amplifier must be done in a different way from the degra- 
dations previouslydiscussed. The other impairments could 
all be modeled in the frequency domain^ greatly simplifying 
the algorithms required in some cases- Nonlinear elements, 
however, cannot be modeled easily in the frequency do- 
main, since the FFT only works for linear systems. There- 
fore, I»Q Tutor models high-power-amplifier non linearity 
in the time domain. hQ Tutor allows the user to specify 
the operating level of the amplifier and then use predefined 
AM to AM and AM to PM performance curves to calculate 
the amplifier response for every time-domain sample. Since 
the pha,se rotations involve performing a rectangular to 
polar tran.sform nnd then polar to rectangular* the modeling 
is somewhat time-consuming, but effective. 



Surprising Results 

The simulation of realistic degradations not only helps 
neophytes to understand the primary effects they have on 
digital microwave radios, but also provides insights to the 
experienced engineer. In some cases it is simply rewarding 
to have a tool that visually confirms principles that are 
difficult to believe. It is rewarding to see the sidebands of 
the digital microwave radio frequency spectrum regenerate 
when the high-power-amplifier nonlinearity is selected. 
Although it seems intuitive that by clipping the filtered 
signal the amplifier nonlinearities should do this, it is reas- 
suring to observe it. One can also see that highly filtered 
signals are far less tolerant to high-power-amplifier non- 
linearities than less filtered signals, and can appreciate the 
significance of such principles without having to get 
bogged dovra in the reasons that they are so. It is exactly 
this kind of accessibility that I*Q Tutor was designed to 
provide. 
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